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STORAGE & HANDLING INSTALLATION NOTES

STORE ON PALLETS OR RACK  
SYSTEMS – NOT DIRECTLY ON  
THE GROUND

STORE IN A DRY, CLEAN, 
SHADED AREA 
 
AVOID CONTACT WITH 
CHEMICALS 

The protective film is intended solely for protection during 
storage and transport and must therefore be removed 
immediately before or during installation.

CUT USING:
∙	Metal saws
∙	Sheet metal shears
∙	Cold-cut saw blades

DO NOT USE ANGLE 
GRINDERS!
The heat generated may damage the 
material’s corrosion protection.

SCRATCHES CAN BE REPAIRED WITH:
∙	Touch-up paint
∙	Touch-up spray

RECOMMENDET ADHESIVE/ 
SEALANT
Adhesive and sealant “DICHT 7”

Do not use acetate-based silicones. They may chemically 
attack the COLORDUR® surface and can cause  
subsequent corrosion.

If outdoor storage cannot be avoided, observe the  
following:

∙	Store on a suitable substructure
∙	Protect with a waterproof, shading cover

STORAGE INSTRUCTIONS
Improper storage or handling may damage Zambelli COLORDUR® system components. 
To prevent damage, the following requirements must be observed at all times*:

* Claims will not be accepted in cases of non-compliance with these instructions.

ENSURE SUFFICIENT  
AIR CIRCULATION 
 
REGULARLY INSPECT AND 
CLEAN THE STORAGE AREA 
 
OUTDOOR STORAGE IS 
NOT RECOMMENDED

PROTECT FROM DIRECT 
SUNLIGHT (PROTECTIVE FILM)


