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RIB-ROOF 465
ice stopper 4,35 St./m

snow guard pipe #32mm

snow guard brackef 2,15 St./m

LK

2325

697,5

Note: Do not install snow guard brackets near
by the clips fo ensure the elongation
of the sheefs.

Bolting forque of the screw 20Nm.

Distances of show guard rows

465

6k

2 3007

Snow guard bracket
for RIB-ROOF 465

snow load S 5° 10 ° 15 ° 20 ° 25 ° 30° 35°

0,75 kN/m? 22,12 11,06 1,42 5,60 4,55 3,85 3,36

1,00 kN/m? 16,59 8,33 5,60 4,20 3,43 2,87 252

1,25 kN/m? 13,30 6,65 4L L8 3,36 2,73 2,31 1,96

1,50 kN/m? 11,06 553 3,71 2,80 2,24 1,89 1,68

1,75 kN/m? 9,45 4,76 3,15 2,38 1,96 1,61 1,40

2,00 kN/m? 8,26 4,13 2,80 2,10 1,68 1,40 1,26

2,25 kN/m? 7,39 3,71 2,49 1,88 1,52 1,29 112

2,50 kN/m? 6,65 3,34 2,24 1,69 1,37 1,16 1,01

2,75 kN/m? 6,05 3,03 2,04 154 1,25 1,05 0,92

3,00 kN/m? 5,54 2,18 1,87 1,41 1,14 0,97 0,84

Distances of the snow guard rows depend on the snow load S,

on roof according to DIN 1055-5 and roof slope in m.

max. distance of snow guard bracket ~ RIB-ROOF 465 4L65mm

The stated values are computed maximal values.

In borderline cases we recommend a reduction of the distance of 30%.
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Zambelli RIB-ROOF GmbH & Co. KG

Hans-Sachs-Str. 3+5, D-94569 Stephansposching

Tel. +49 (0)9931 89590-0
Fax +49 (0)9931 89590-49
e-mail: rib-roof@zambelli.de
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