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PRODUCT DATASHEET    

  ZAMBELLI SIDING PANEL STEEL  
    

PRODUCT ILLUSTRATION:  

  

 

PRODUCT DESCRIPTION:  

Metal panel suitable for wall and ceiling cladding in interior and exterior areas. Specially designed as a 
ventilated rainscreen cladding. Optional with or without shadow gap, as well as with or without panel end 
folding available. Recommended maximum length: 6000mm 
 
ACCESSORIES: 

 

Fastening screws, Gliding- and Fixed Clips, edged parts and Flashings project specific available.  
  

 

TECHNICAL DATA: 

Constuction 
width (mm) 

Panel height 
(mm) 

Material- 
thickness (mm) 

Weight 
(kg/m²) 

Surface   Material  

200 25 0,75 9,96 Smooth and colour-coated a. RAL Steel S320 / S350 GD +Z/ZM 

250 25 0,75 9,49 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

300 25 0,75 8,97 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

350 25 0,75 8,35 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

400 25 1,00 10,51 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

450 25 1,00 10,24 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

500 25 1,00 10,01 Smooth and colour-coated a. RAL Steel  S320 / S350 GD +Z/ZM 

Illustration without panel end  
folding and without shadow gap 
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