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PRODUCT DATASHEET    

THERMO-Z SPACER PROFILES 
    

PRODUCT ILLUSTRATIONS: 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 

PRODUCT DESCRIPTION: 

• Spacer profile for reduction of thermal bridges  

• Suitable for use with RIB-ROOF Speed500 / RIB-ROOF Evolution systems 

• Assembled using directional clips / directional profiles 

• Installation at 90° to 45° to the slope direction   

• U-values according to FIW-test report 

 

ACCESSORIES: 

• Joint connector 

• Fastening screws 
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TECHNICAL DETAILS: 

Profile 
height h 

(mm) 

Material 
(or equivalent) 

Material 
thickness 

 (mm) 

Cutting 
(mm) 

Z-type perforated 
area 

height(mm)  

Free ventilation section 
(cm2/m) 

120 Steel sheet S320/AZ185 2.00 265 93 138.9 

140 Steel sheet S320/AZ185 2.00 285 115 179.0 

160 Steel sheet S320/AZ185 2.00 305 126 198.3 

180 Steel sheet S320/AZ185 2.00 325 137 219.1 

200 Steel sheet S320/AZ185 2.00 345 159 259.2 

220 Steel sheet S320/AZ185 2.00 365 181 297.8 

240 Steel sheet S320/AZ185 2.00 385 181 297.8 

260 Steel sheet S320/AZ185 2.00 405 
 

181 297.8 

280 Steel sheet S320/AZ185 2.00 425 
 

181 297.8 

300 Steel sheet S320/AZ185 2.00 445 181 297.8 

 
 

 Heat transfer coefficient including thermal bridges*  
U-value (W/(m2 x K)) 

 

Profile height 
(mm) 

Distance 
B=1.80 m 

Distance 
B=1.20 m 

120 0.310 0.330 

140 0.267 0.284 

160 0.237 0.253 

180 0.213 0.228 

200 0.192 0.204 

220 0.175 0.186 

240 0.163 0.174 

260 0.153 0.164 

280 0.144 0.156 

300 0.137 0.148 

 

*According to FIW-test report B3.2-2022/01 dated 15.03.2022 using insulation with  

thermal conductivity WLG 0.035 W/(m x K) 

 
 
 
 
 
 
 
 


