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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
Translations of this European Technical Assessment in other languages shall fully correspond to the
original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means,
shall be in full. However, partial reproduction may only be made with the written consent of the issuing
Technical Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation
{EU) No 305/2011.
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Specific part
1 Technical description of the product

The "RIB-ROOF Speed 500 sliding standing seam roofing steel” consists of prefabricated wall
and roof elements (profiled sheeting) and the appropriate hidden fastenings (standard clip,
turned standard clip, directional clips, turned directional clips, directional profiles, turned
directional profiles, clip border or perforated clip border). The wall and roof elements are made
of galvanized or galvanized and plastic-coated steel strip which is roll formed into profiled
sheets in cold condition with a trough-shaped cross section of constant height. The hidden
fastenings are made of galvanized steel strip. Alternatively the standard clip and turmed
standard clip are made of stainless steel strip.

The profiled sheeting is connected with each other continuously forming a rainproof standing
seam by crimping the lateral edge ribs of adjacent roof elements. The connection to the
substructure is made by the hidden fastenings, not visible from above, crimped between the
edge ribs, which are fastened to the substructure.

The components and the system setup of the product are given in Annexes A1to A 7.

2 Specification of the intended use in accordance with the applicable European
Assessment Document

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of at least 50 years. The indications given on the
working life cannot be interpreted as a guarantee given by the producer, but are to be regarded
only as a means for choosing the right products in relation to the expected economically
reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment
3.1 Mechanical resistance and stability (BWR 1)
Essential characteristic Performance
Profiled sheeting (roof and wall elements) seeannexesB1toBE
Accessibility (walk-on stability) see annex B 10
Standard clip, turned standard clip, directional seeannexes B7to B9

clips, turned directional clips, directional profiles,
turned directional profiles, clip border or
perforated clip border (hidden fastenings)

3.2 Safety in case of fire (BWR 2)

Essential characteristic Performance
Reaction to fire class A1
External fire performance of the roof covering Broor(t1), Broor(t2), Broor(t3), Brooe(td)

Subject to compliance with any national
provisions on the design and exacution
of works.

ZB2469.17 B.03.02-135M3
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3.3 Safety and accessibility in use (BWR 4)

Essential characteristic Performance
Profiled sheeting (roof and wall elements):
- Deadloadg seeannexes B 1toB6

- Effective moment of inertia for downward
and uplift loads |y

Water tightness No performance assessed
Water permeability The profiled sheeting is water
impermeable.
4 Assessment and verification of constancy of performance (AVCP) system applied, with

reference to its legal base

In accordance with EAD No. 200035-00-0302 the applicable European legal act is: Decision
98/214/EC amended by Decision 2001/596/EC.

The system to be applied is: 2+

In addition, with regard to reaction to fire for products outside the scope of Decision
2010/737/EC, 96/603/EC and 2000/605/EC the applicable European legal act is: Decision
98/214/EC

The system to be applied is: 1

5 Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable EAD

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited with Deutsches Institut fur Bautechnik.

Issued in Berlin on 21 December 2018 by Deutsches Institut fir Bautechnik

BD Dipl.-Ing. Andreas Kummerow beglaubigt:
Head of Department Ortmann

ZB245917 B.03.02-135M13
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profiled sheeling
RIB-RO0OF Speed 500

standard clip
{optional: turned standard clip,
directional clip or turned directional clip)
{also optional: flat clip border, perorated clip
border, directional profiles or lurned
diractional profiles)

System components

Designation Material

Profiled sheeting | As material for the manufacture of the profiled sheeting with the sheet thickness given
RIB-ROOF in the annexes, should meet the mechanical properties of steel grade $320GD or
Speed 500 sliding |S350GD according to EN 10346:2015-10.

seam For the corrosion protection EN 55634:2010-02 applies.

As corrosion protection at least coating mass Z175 or AZ150 according to

EN 10346:2015 has to be applied. The Zinc-Magensium-coating mass shall meet the
application-oriented demands of EN 55634,

The profiled sheeting can be fitted with organic coating (PE, PVDF) as deposited at
Deutsches Institut fir Bautechnik.

Standard clip, turned | Gorrosion protected steel sheet, grade S350GD+AZ according to EN 10346:2015-10,
standard clip, directional

e et arectonal | For the corrosion protection EN 55634:2010-02 applies.

profiles, turned As corrosion protection at least coating mass AZ150 according to EN 10346:2015 has
directional profiles, clip |to be applied. The Zinc-Magensium-coating mass shall meet the application-oriented

border, parforated cli
bg ) re P |demands of EN 55634,

Standard cllp, tumed | Alternatively: Stainless steel, material number 1.4301 according to EN 10088-4; yleld
standard clip strength Rgp2 2 290 N/mm?

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A1
System overview

Z58049.18 B.03.02-135/12
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RIB-ROOF Speed 500
cover width = 333 mm
RIB-ROOF Speed 500 sliding standing seam roofing steel
Annex A 2

Profile dimensions

Z5B040.18 B.03.02-135M3
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Fixing clip (standard clip) type RIB-ROOF Speed 500
made of steel sheet ty = 1,30 mm or
stainless steel t = 1,20 mm

standard clip

72.8

turned standard clip

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A 3
Fixing clips: standard clip and turned standard clip
Form and dimensions

Z5B040.18 B.03.02-135M13
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RIB-ROOF Speed 500 flat clip border
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RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A 4
Flat clip border and perforated clip border

Z58048.18 8.03.02-136M13
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Directional clip 200

Turned directional clip 200

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A5
Directional clip 200, turned directional clip 200, dimensions

£58049.18 B.03.02-13513
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RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A6
Directional profiles 750, 1500 and 2600, dimensions

Z5B80408,18 B.03.02-135M3
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tiom = 1,0 mm

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex A7
Turned directional profiles 750, 1500 and 2600, dimensions

Z58049.18 &.03.02-135/13
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Steel S320GD

RIB-ROOF Speed 500
Cover width b = 500 mm
Characteristic resistances for downward load

Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports

thick- | load | of inertia | moment | support MH;[M;;H f}'m]**Fs J[ R% o ;¥H]51
ness reaction
tn g ot Me e Rirsa M5 RCwe Megis Ryersa
mm | kN/m?* | ecm¥m | kNm/m | KkN/m kNm/m kN/m kNm/m kN/m
0,63 | 0,0672 19,4 1,49 287 1,45 14,0 1,03 5,74
0,75 | 0,0800 23,3 1,78 3,45 1,758 16,9 1,24 6,90
Y ner " T "
RIB-ROOF Speed 500
Cover width b = 500 mm
Characteristic resistances for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support M, ur‘tMEu.afl*u}"'Fsuf[Rﬂu.a ITMJ£1
reaction

tn Me rxr R M8 R%ue Merwe Riwrke

mm kNm/m kN/m kNm/m kN/m kNm/m kN/m

0,63 1,27 1,58 - - 0,794 3,156

0,78 1,583 2,19 - - 1,10 4,38

L
*) Recommended: Yiaer = 1,0
T =1,1

RIB-ROOF Speed 500 sliding standing seam roofing steel

Cross section properties, characteristic resistances and partial

safety factor ym
RIB-ROOF Speed 500, b= 500 mm, steel S320GD

Annex B 1

£58048.18 8.03.02-135M3
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Steel S320GD

RIB-ROOF Speed 500
Cover width b = 400 mm
Characteristic resistances for downward load

Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports

thick- | load | of inertia | moment | support M, d;[mﬂm i ;}.M]... Fe d;[ Rgm,rm] =1
ness reaction
tn g let Merxr Rugica Mg R%%u.a Merre Rk
mm | kN/m? em*m | kNmim | kN/m kNm/m kN/m kNm/m kN/m
0,63 | 0,0714 26,3 1,87 3,59 1,81 17,5 1,29 7.7
0,75 | 0,0851 31,7 2,25 4,32 2,18 21,1 1,65 8,63
YM.ser *) m “
RIB-ROOF Speed 500
Cover width b = 400 mm
Characteristic resistances for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support M, dﬂ: M2, o ,rm]'|+ Fes ;t R&.o/yu)<1
reaction
tn Merwr Rwsna MPxe R%u8 Me s Rugke
mm kNm/m kKM/m kNm/m kiN/m kNm/m kM/m
0,63 1,66 1,97 - - 0,992 3,94
0,75 2,00 274 - - 1,39 547
Yu ¥
*) Recommended: Yiser = 1,0
T = 1,1
RIB-ROOF Speed 500 sliding standing seam roofing steel
Annex B 2

Cross section properties, characteristic resistances and partial

safety factor ym
RIB-ROOF Speed 500, b= 400 mm, steel S320GD

Z58048.18 B8.03.02-136M3
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Steel S320GD

RIB-ROOF Speed 500
Cover width b = 333 mm
Characteristic resistances for downward load

Sheet | Dead | Moment Field End Moment and reaction at intermediate supports

thick- | load | ofinertia | moment | support Meq ,r{ ME, o ;}.M] +Feq ’t RS, a/y M] <1
ness reaction
tn 1] |t M ke Ru.rka Mk RC%u.s Merye Ririe
mm kN/m? cm*/m kNm/m kN/m kNm/m kMN/m kNm/m kMN/m
0,63 | 00757 333 2,26 4,31 218 21,0 1,54 8,61
0,75 | 0,0801 40,1 272 518 262 253 1,86 10,4
Y,ser " Tu *
RIB-ROOF Speed 500

Cover width b = 333 mm
Characteristic resistances for uplift load

Sheet Field End | Moment and reaction at intermediate supports
thickness | moment | support Maf{MEu,a ;}.M] +Fe u't Rgx.n‘r'fm] <1
reaction
tn Me.rir Ru.rka M%ee R%uxe Merua R
mm kNm/m kN/m kNm/m kN/m kNm/m kMN/m
063 | 205 | 237 - : 1,19 4,73
0,75 247 3,29 - - 1,66 6,58
T
* Recommended: Yiser = 1,0
W =11

RIB-ROOF Speed 500 sliding standing seam roofing steel

Cross section properties, characteristic resistances and partial Annex B 3

safety factor ym
RIB-ROOF Speed 500, b= 333 mm, steel S320GD

£58049.18 8.03.02-13513
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Steel S350GD

RIB-ROOF Speed 500
Cover width b = 500 mm
Characteristic resistances for downward load

Sheet | Dead | Moment Field End Moment and reaction at intermediate supports

thick- | load | of inertia | moment | support Mg dg[ Mghla,r},”}... Fe d,r[ R ;},M] <1
ness reaction
tn g lot M px e Ruria M°ae RPxs Merke Ruwrxe
mm | kN/m? cm*m | kNm/m | KkN/m kNm/m kN/m kNm/m kN/m
0,63 | 0,0672 19,4 1,565 3,00 1,62 14,7 1,08 6,00
0,75 | 0,0800 23,3 1,87 3,61 1,82 17,7 1,29 7.22
Y mer " ¥ "
RIB-ROOF Speed 500
Cover width b = 500 mm
Characteristic resistances for uplift load
Shest Field End Moment and reaction at intermediate supports
thickness | moment | support M, de: My /Y “}4. FEﬂ';[RFnﬁkj Iyu}<1
reaction
tn Meaxr R M s RCug Meriz Rurkg
mm kNm/m kN/m kNm/m kN/m kNm/m KMN/m
0,63 1,32 1,65 - - 0,830 3,28
0,75 1,59 2,29 - - 1,157 4 58
Tu "
*} Recommended: Yiger = 1,0
o =11
RIB-ROOF Speed 500 sliding standing seam roofing steel
Cross section properties, characteristic resistances and partial Annex B 4
safety factor yu
RIB-ROOF Speed 500, b= 500 mm, steel S350GD
B.03.02-135M3

Z68048.18
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Steel S350GD
RIB-ROOF Speed 500
Cover width b = 400 mm
Characteristic resistances for downward load
Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports
thick- | load | of inertia | moment | support Mg/ M3, & f}‘m}'*Fs d;[Rgm ;}.M] <1
ness reaction
tn g let Menre Rk M s R Mepxs R e
mm | kN/m? em¥m | kNm/m | KkN/m kNm/m kN/m kNm/m kN/m
0,63 | 0,0714 26,3 1,95 3,76 1,80 18,3 1,34 7,50
0,75 | 0,0851 31,7 2,35 4,61 2,28 22,1 1,62 9,03
Yrsor ¥
RIB-ROOF Speed 500
Cover width b = 400 mm
Characteristic resistances for uplift load
Shest Field End Moment and reaction at intermediate supports
thickness | moment | support M, d4MEx.afYM]*Feuf1Rgu.a ;},H] <1
reaction
tn Me.axs R axa M%hie R%xe Merye Rwrka
mm kNm/m kN/m kNm/m kN/m kNm/m kN/m
0,63 1,73 2,06 - - 1,04 412
0,75 2,08 2,86 - - 1,44 5,73
Yu ¥
* Recommended: Yisee = 1,0
T = 1.'1
RIB-ROOF Speed 500 sliding standing seam roofing steel
Cross section properties, characteristic resistances and partial Annex B 5
safety factor ym
RIB-ROOF Speed 500, b= 400 mm, steel S350GD

Z58040.18

£.03.02-13513
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Steel S350GD
RIB-ROOF Speed 500
Cover width b = 333 mm
Characteristic resistances for downward load
Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports
thick- | load | of inertia | moment | support M, ufi M3, o fﬁ’m}"'FE ddﬁgm ;}.M} <1
ness reaction
ty a Lt Me.qir R sk Mk R%us Me e Rurxs
mm | kN/m?* | em*m | kNm/m | kN/m kNm/m kN/m kNm/m kN/m
0,63 | 0,0757 33,3 2,36 4,50 2,28 22,0 1,61 9,01
0,75 | 0,0901 40,1 2,84 5,42 2,74 26,5 1,94 10,8
Vil ser b T *
RIB-ROOF Speed 500
Cover width b = 333 mm
Characteristic resistances for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support Mg L1,r[|'|,,'|“'ﬂwa Iyul* Fsufl: RS, In;}rm:ﬂ
reaction
tu Me.rxr Rwrn M°ria R Mo pxe Ru,axa
mm kNm/m kN/m kNm/m kN/m kNm/m kN/m
0,63 2,14 247 - - 1,25 4,85
0,75 2,58 3,44 - - 1,73 6,88
M "
*) Recommended: Yiger = 1,0
™ = 1.1
RIB-ROOF Speed 500 sliding standing seam roofing steel
Cross section properties, characteristic resistances and partial Annex B 6
safety factor ym
RIB-ROOF Speed 500, b= 333 mm, steel S350GD

Z5B049.18

8.02.02-135M3
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made of steel t, = 1,30 mm

Characteristic holding forces between profiled sheeting and standard clip,
turned standard clip, flat clip border and perforated clip border

Per clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness F b = 600 mm b = 400 mm b =333 mm
tn P i, Fre Fres
kN ; ; :
mm kN/m kN/m kN/m
Intermediate support
0,63 1,46 2,92 365 4,38
0,75 1,77 3,54 4,43 531
End support "

0,63 0,728 1,46 1,82 2,18
0,75 0,887 1,77 2,22 266

If the profiled clip borders are fastened at a distance of more than 3 hole spacing apart from the

placed holes of the holding bracket (refer to clip border flat), greater deformations and plastification
can arise. If this will result in constructional problems, the holding force in used condition has to be
limited to the following values for each holding bracket:

FAJL =1,1 kN. FE.HSIIIrrmJ =22 kN/m an{mnmm; =275 kN/m FB.H.‘!H mm) = 3.3 kN/m

and S350GD.

Recommended partial safety factor: vy =1,33

" Profile overhang U = 6 cm in excess of the end of the clip.
The indicated holding forces spans are valid for RIB-ROOF Speed 500 out of steel grades S320GD

RIB-ROOF Speed 500 sliding standing seam roofing steel

Characteristic holding forces between profiled sheeting and standard clip,
turned standard clip, flat clip border and perforated clip border,
characteristic resistances and partial safety factor yu

Annex B 7

£58040,18

B.03.02-135M3
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Characteristic holding forces between profiled sheeting and standard clip
made from stainless steel, t = 1,20 mm, Ry, 2 290 N/mm?
Per clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness F b = 600 mm b = 400 mm b =333 mm
RkB
ty KN Frup Feya Frs
mm kN/m kN/m kN/m
Intermediate support
0,63 1,06 2,12 2,65 3,18
0,75 1,31 2,62 3,28 3,94
End support "

0,63 0,529 1,06 1,32 1,59
0,75 0,656 1.3 1,64 1,97

Characteristic holding forces between profiled sheeting and
directional clip 200 and turned directional clip 200

Per clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness F b = 500 mm b =400 mm b =333 mm
t Ak F F F
H kN Rk,B RhkB REB
mm kMN/m kMN/m ki/m
Intermediate support
0,63 2,30 4,60 575 6,91
0,75 2,30 4,60 5,75 6,91
End support s
0,63 1,16 2,30 2,88 3,45
0,75 1,15 2,30 2,88 345

and 5350GD.

" Profile overhang {i = 6 cm in excess of the end of the clip.

The indicated holding forces spans are valid for RIB-ROOF Speed 500 out of steel grades $S320GD

Recommended partial safety factor; yy =1,33

RIB-ROOF Speed 500 sliding standing seam roofing steel

Characteristic holding forces between profiled sheeting and standard clip, made
from stainless steel, directional clip 200 and turned directional clip characteristic
resistances and partial safety factor yu

Annex B 8

£68049.18

8030213513
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Characteristic holding forces hetween profiled sheeting
and directional profiles ore turned directional profiles

For directional profiles and turned directional profiles one may assume the load-bearing capacity of a direc-
tional clip 200 or turned directional clip 200 according to Annex B 8 for every connecting point of a directional
profile (or turned directional profile) with the substructure.

The drawing shows the assignment of the resistance as example for directional profiles and turned directional
profiles with two connecting points (supports).

RIB-ROOF Speed 500 ) PR
il I il o

r

[ 1 [ 1
E | L |
directional profileor _—~/"\ iy i} AN
turned directional profile
\L Fnutznm \L FRk.H:zuu] l FRk.HtZI:II:I} l FRk,B{:DﬂI}
Recommended partial safety factor: ™ =133
RIB-ROOF Speed 500 sliding standing seam roofing steel
Annex B 9

Characteristic holding forces between profiled sheeting and directional profiles
and turned directional profiles

Z5B048,18 8.03.02-13513
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Walk-on stability after assembly

Fully fixed profiled sheeting may be walked on without any load-dispersal measures up to the following

spans:
RIB-ROOF Speed 600
Sheet Cover width = 500 mm Cover width = 400 mm Cover width = 333 mm
thickness  Singie-span | Multi-span | Single-span | Mult-span Single-span | Multi-span
beam beam beam beam beam beam
t Lnr LD' Lﬂf L‘IJF LI* Lﬂ"
mm m m m m m m
0,63 3,33 416 347 4,33 3,60 4,51
0,75 4,00 5,01 417 5,21 4,34 542

The indicated spans are valid for RIB-ROOF Speed 500 out of steel grades $320GD and $350GD.

RIB-ROOF Speed 500 sliding standing seam roofing steel

Characteristic resistances
Walk-on stability

Annex B 10

Z58049.18
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Supplementary information for design, installation, execution and maintenance

The performance and serviceability of the construction product can be provided
according the following:

C1 General

The verification of the load-bearing capacity and serviceability is provided in each individual case ac-
cording to EN 1990 and EN 1993-1-3 in consideration of the information in this ETA.

In general, it is verified that the design value of the effect of the action E4 does not exceed the design
values of the related load-bearing capacity Rq e.g., Es < Ra.

The design values of the load-bearing capacities are the result of dividing the characteristic values by
the partial safety factor yu.

Following verifications shall be provided generally:
. Verification of profile sheeting

. Verification of the clips according to Annexes A3to A7
— Pull out resistance of the clips in head of seam of profiled sheeting (holding forces)
— Fastening of the clips to the substructure

. If required by national regulations verification of walkability (walk-on resistance) after assembly
(where required) according to Annex B 10 or the manufacturer's recommendations

If there s the possibility of the formation of a water pocket (Generally applies to roof slopes less than
2% and to unfavourable position concerning drainage engineering of the roof outlets.), this load case is
verified with the following loads: permanent load and water load as a result of the total deflection of the
profiled sheeting from the loads to be applied.

The profiled sheeting are supported in a single span configuration or continuously across several
spans. The center-to-center distance of the clips is assumed as span. Continuous beams with spans of
less than 1.0 m are verified with an effective span of at least 1.0 m.

The loads are static or quasi-static.

The verification of the ultimate limit state is performed by a structural engineer experienced in the field
of lightweight metal construction.

As corrosion protection at least coating thickness AZ150 according to EN 10346:2015 has to be ap-
plied,

With respect to the corrosion protection the information given in Annex A 1 apply.

RIB-ROOF Speed 500 sliding standing seam roofing steel

Supplementary information for design, installation, execution
and maintenance

Annex C 1
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C 2 Design loads (actions)

C 2.1 General
Unless otherwise stated EN 1980 shall apply.

C 2.2 Dead load of profiled sheeting
The dead loads of profiled sheeting according to Annex A 2 are shown in Annexes B 1to B 6.
C 2.3 Point load, walk-on stability

The verification of the ultimate limit state for a point load action of 1 kN on the profiled sheeting shown
in Annex A 2 can be assumed as proofed if the provisions in this European Technical Assessment
have been cbserved,

C 3 Verifications for action of loads acting normal to the installed profiled sheets

C 3.1 Calculation of stress

Unless otherwise stated EN 1993-1-3 shall apply. Fundamentally, the effects of actions acting normal to
the installed profiled sheets will be calculated using the theory of elasticity.

C 3.2 Calculation of load bearing capacity on base of characteristic resistance values
EN 1993-1-3 and annexes B 1 to B 9 shall apply.

The verification of the interaction of moment and support reaction of the profiled sheeting at the inter-
mediate support is given in deviation from equation (6.28), clause 6.1.11 of EN 1993-1-3 according
to the interaction equation given in Annexes B 1 to B 6. If M°r.s and R°ms are not given in tables of
Annexes B 1 to B 6, verification of interaction is not necessary.

The characteristic values of profiled sheets shown in annex A 2 can be interpolated linearly in case of
construction widths in between.

In terms of pull-out performance (holding force) between clips and head of seams Annexes B 7 and
B 8 applies. The design values are the result of dividing the characteristic values by the partial

safety factor yu.

For directional profiles and turned directional profiles one may assume the load-bearing capacity of a
directional clip 200 or turned directional clip 200 according to Annex B 7 and B 8 for every connecting
point of a directional profile (or turned directional profile) with the substructure, see Annex B 9.

The characteristic values of the resistances of connections between clips and substructure can be
gathered from the corresponding ETAs or standards (e. g. EN 1995-1-1). The design values are the

result of dividing the characteristic values by the partial safety factor yu.

C 3.3 Verification of deflections (serviceabhility limit state)

The characteristic values of moment of inertia of profiled sheeting according to Annex A 2 are shown
in Annexes B 1to B 6.

C 3.4 Forces acting in plane of the roof

A transmission of shear and direct forces acting in the plane of the roof due to a roof pitch by the pro-
filed sheeting must not be considered by way of calculation without special requirements concerning the
execution — e.g. formation of fixed points according to Annex C 5. The forces from fixed points shall be
further followed up in the substructure,

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex C 2
Supplementary information for design, installation, execution
and maintenance
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C 3.5 Diaphragm action

A diaphragm action of the profiled sheeting for stiffening the total works or a shear or torsional stiffness
for stabilizing the substructure against lateral torsional buckling will not be taken Into account by way of
calculation.

C 4 Information for execution
C 4.1 General

The profiled sheeting is connected with each other continuously forming a rainproof standing seam by
clamping the lateral edge ribs of adjacent roof elements. The connection to the substructure is made by
clips, not visible from above, clamped between the edge ribs, which are fastened to the substructure.

The profiled sheeting may only be installed by specialists of the manufacturing plant or by companies
having received appropriate training and authorization by the manufacturer. The manufacturer or the
person laying the profiled sheeting shall prepare implementation instructions for the laying of the ele-
ments to be handed over to the assemblers.

Damaged profiled sheeting including plastic deformations must not be installed.
After completion of a roof installation, all foreign objects shall be cleaned from the roof.

When using profiled sheeting of different sheet thicknesses in a roof, these shall be marked according
to sheet thicknesses, in order to avold mix-ups.

C 4.2 Profiled sheeting
Connecting

The profiled sheeting is connected to the substructure at each edge rib by clips. For fixing the profiled
sheeting during thermal movement and for transmitting the in plane forces in case of sloped roofs
or wall coverings, fixed points are provided according to Annex C 5.

The individual elements are connected immediately after laying by clamping the lateral edge ribs. In do-
ing so, attention shall be paid to a faullless connection to the clips. If the laying of the profiled sheeting
Is interrupted before completion of the full roof or wall extents, then the last laid profiled sheeting shall
always be secured to provide adequate restraint against detachment from the clips due to wind loads.

An additional securing against sheet detachment from the clips is also required If the construction, dur-
ing Installation, is exposed to larger wind loads than at the final state,

Minimal roof slope

When using the profiled sheeting as the weathering outer skin of roofs, the minimum roof pitch for roofs
without transverse joints or with welded transverse joints is 1.5° (2.6 %). The required minimum roof
pitch increases to 2.9° (5 %) for roofs with sealed transverse joints and/or openings (e.g. domed roof-
lights).

The required increase of the minimum roof slope for roof penetrations — e.g. for domed roof lights -
may not be required, if completely welded flashings are used and the aluminium flashings are welded
with the upper shell of the roof such that a completely watertight joint Is achieved.

The reguirement of the minimum roof slope does not apply to the ridge area, If the roof elements in the
area with pitches < 2.9° (5 %) are arranged continuously over the ridge.

Transverse joints
Transverse joints are permitted only if even under full load complete water run-off is still possible.

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex C 3
Supplementary information for design, installation, execution
and maintenance
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Transverse joints may only be installed directly over a support if the joint is at a fixed point. Otherwise
the profiled sheeting Is overlapped just above a support. For roof pitches of up to 17° (30 %) the mutual
overlap of the profiled sheeting amounts to at least 20 cm), for larger roof pitches at least 15 cm.

Walkability (walk-on resistance)

During the installation, profiled sheeting shown in Annex A 2 may only be walked on by placing
planks using load-distributing measures.

After completion of the rocf the profiled sheeting may be walked on for cleaning and maintenance
work without load-distributing measures up to spans according to Annex B 10,

Load-distributing measures, e. g. wooden planks of strength class C24 according to EN 14081-1 with a
cross section of 4 x 24 cm and a length of > 3.0 m shall be applied If the effective span exceeds the
aforementioned maximum values. The planks may be laid on the ribs in the direction of the span of the
profiled sheeting or transverse to the direction of the span,

C 4.3 Clips

For the connection of the profiled sheeting to the substructure clips according to Annexes A3to A7
are used, The clips are attached directly to substructures made of steel, aluminium or timber.

Attachment of the clips to the substructure is carried out with the appropriate screws or rivets according
to the ETAs or standards (e. g. EN 1995-1-1).

For connections of the profiled sheeting with a concrete substructure, sufficiently anchored continuous
steel parts (e.g. HTU rails or 8 mm thick flat steels) or timber battens (minimum thickness 40 mm) with
a width of at least the width of 60 mm are interposed.

C 4.4 End and intermediate support width

A minimum purlin width of 60 mm is required at end and intermediate supports. To ensure the load-
bearing capacity at the end supports a profiled sheeting overhang of at least 60 mm is required.

C 4.5 Verge

Exposed edges in the direction of span of the profiled sheeting are stiffened by suitable edge stiffening
(verge profile).

C 4.6 Indications to the person installing the profiled sheeting

— Packaging, transport and storage
The manufacturer's instructions of Zambelli RIB-ROOF relating to Packaging, transport and storage
shall be followed. In particular in order to avoid damage to the product a suitable weather protection
shall be ensured.

— Use and maintenance
Each delivery of Zambelli RIB-ROOF Speed 500 sliding standing seam roofing system an installation
instruction is enclosed.

The components of the system must comply with the regulations and must be audited and maintained.
After completion of the roof the profiled sheeting may be walked on for cleaning and maintenance
work without load-distributing measures up to spans according to Annex B 10. In case of other spans
load- distributing measures are necessary (see clause C 4.2).

RIB-ROOF Speed 500 sliding standing seam roofing steel

Annex C 4

Supplementary information for design, installation, execution
and maintenance
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fixed point

RIB-ROCF Speed 500

cup blind rivet 4,8x12,5mm\
(sleeve: aluminium,

mandrel: stainless steel A2)'
for side riveting of fixed point with
flat round head 9,5 mm

standard clip
(optionally turned)

Attention: Drilling chips on profiled
sheets have to be removed!

fixed point according
to statical calculation

hat section

standard clip (optionally turned)
directional clip (optionally turned)
directional profile (optionally turned

directional clip
(optionally turned)
directional profile
(optionally turned)

RIB-ROOF Speed 500 sliding standing seam roofing steel

Supplementary information for design, installation, execution

and maintenance
Fixed point formation (exemplary for steel substructure)

Annex C 5

Z50048.18

8,03,02-135/13
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Specific part
1 Technical description of the product

The "RIB-ROOF Speed 500 sliding standing seam roofing aluminium” consists of prefabricated
wall and roof elements (profiled sheeting) and the appropriate hidden spacer kit (directional
clips and/or directional profiles or turned directional clips and/or turned directional profiles). The
wall and roof elements are made of stucco-embossed, mill finish or plastic-coated aluminium
strip which is roll formed into profiled sheets in cold condition with a trough-shaped cross
section of constant height. The directional and turned directional clips and profiles are made of
galvanized steel strip.

The profiled sheeting is connected with each other continuously forming a rainproof standing
seam by crimping the lateral edge ribs of adjacent roof elements. The connection to the
substructure is made by directional clips and/or directional profiles or turned directional clips
and/lor turned directional profiles, not visible from above, crimped between the edge ribs, which
are fastened to the substructure.

The components and the system setup of the product are given in annexes A1 to AB.

2 Specification of the intended use in accordance with the applicable European
assessment Document

The verifications and assessment methods on which this European Technical Assessment is
based |lead to the assumption of a working life of the kit of at least 50 years. The indications
given on the working life cannot be interpreted as a guarantee given by the producer, but are to
be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment
31 Mechanical resistance and stability (BWR 1)
Essential characteristic Performance
Profiled sheeting seeannexesB1toB3
Directional clips, turned directional clips, seeannexesB4foB5
directional profiles and turned directional profiles
{hidden fastenings)
Walk-on stability seeannex B 6
3.2 Safety in case of fire (BWR 2)
Essential characteristic Performance
Reaction to fire class A1
External fire performance of the roof covering Broorit1), Broor(t2), Broor(t3), Broor(t4)
Subject to compliance with any national
provisions on the design and execution
of works.

Zo7.18 B.03,02-13713




Deutsches

Institut
o DIBt
Bautechnik i

European Technical Assessment
ETA-18/0035 Page 4 of 23 | 21 December 2018

English translation prepared by DIBt

3.3

Safety and accessibility in use (BWR 4)

Essential characteristic Performance
Profiled sheeting:
- Deadload g seeannexesB1iB3

- Effective moment of inertia for uplift and
for downward load lg

Water tightness Mo performance assessed
Water permeability The profiled sheeting is water
impermeable.

Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with EAD No. 200035-00-0302 the applicable European legal act is: Decision
1998/214/EC, amended by 2001/596/EC.

The system to be applied is: 2+

In addition, with regard to reaction to fire for products outside the scope of Decision
2010/737/EC, 96/603/EC and 2000/605/EC the applicable European legal act is: Decision
1998/214/EC

The system to be applied is: 1

Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable EAD

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited with Deutsches Institut fir Bautechnik.

|ssued in Berlin on 21 December 2018 by Deutsches Institut flir Bautechnik

BD Dipl.-Ing. Andreas Kummerow beglaubigt:
Head of Department Ortmann
Z97.18 8.03.02-137/13
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RIB-ROOF Speed 500

standard clip
{optional: turned standard clip,
directional clip or turned directional clip)
{also optional: flat clip border, parforated clip bordar,
directicnal profiles or directional profiles)

System components

Designation Material
Profiled sheeting | As material for the manufacture of the profiled sheeting with the sheet thickness given in the annaxes, Ihe
RIB-ROOF aluminium alloys EN AW-3004, EN AVW-3005 or EN AW-3105 are used.
g d 500 slidi The Initial aluminium strip materal not yet roll formed (mill finlsh, stucco-smbossad or organic coatad) has
pee sldIng | at least the fallowing mechanical properties in the longitudinal direction for all sheet thicknesses
seam (resistances and elongation at break determined in accordance with EN 10002-1):
Rm,z Hm Aﬂl mim
PRy N/mm? N/mm? %
EN AW-3004, strength type 1 220 250 <
EN AW-3004, strength type 2 180 215 3
EN AW-3005, EN AW-3105 180 215 3
The profiled sheeting can be fitted with organic coaling (PE, PVDF) as deposited al Deutsches Institut fir
Bautechnik.

ff:;‘::;’:;‘lg-éﬂ:“:uim Corrosion protected steel sheet, grade S350GD+AZ or S350GD+ZM according to

clips, lurned direclional EN 10346:2015-10. For the corrosion protection EN 55634:2010-02 applies.

nﬂrg;lia dlr'i-cllm;lm s As corrosion protection at least coating mass AZ150 according to EN 10346:2015
profiles. clp border. | @s to be applied. The Zinc-Magensium-coating mass shall meet the application-
parforated clip border oriented demands of EN 55634.

Standard clip, lurned Alternalively: Stalnless steel, material number 1.4301 according to EN 10086-4; yleld strength Rpo.2 = 290 Nimm?
slandard elip

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex A 1
System overview

Z71886.18 8.02.02-137M13
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RIB-ROOF Speed 500
cover width = 500 mm

400

&

‘_: 177

|
_58.3

RIB-ROOF Speed 500
cover width = 400 mm

333

67
20.9,

4
143.5
- .

583

?‘:on £’=

RIB-ROOF Speed 500
cover width = 333 mm

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Profile dimensions

Annex A 2

Z71885.18
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Fixing clip (standard clip) type RIB-ROOF Speed 500
made of steeel sheet ty = 1,30 mm or
stainless steel t = 1,20 mm

standard clip

turned standard clip

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

. . ; Annex A3
Fixing clips: standard clip and turned standard clip

Form and Dimensions

ZT1805,18 8030213713




Page 8 of European Technical Assessment

Deutsch
ETA-18/0035 of 21 December 2018 mlln?t:it:i
filir
English translalion prepared by DIBt Bautechnik

DIBt

RIB-ROOF Speed 500 flat clip border

Flat clip border and perforated clip border

Cross section
= * i flat clip border
-l 1 500 __]
; 1
L___J_ —m’wm}‘ipnudﬂu [I_— E L 114 J
d i
ermm
RIB-ROOF Speed 500
perforated clip border
R
— 500 — < Cross section
Ni perforated clip border
e ¢ ¢ ¢ © © 0 0 ¢ o ¢ % © ¢ 6 % ¢ ©
ﬁ—r 28 89 F
| l W‘m‘-msﬁmwsnn 8 §. r'T .
¢¢¢T¢¢¢¢¢¢%i¢¢¢_ﬂ,—qﬁ N
104
L@bmm ~+ I S
&
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
Annex A 4

£71896.18

8.03,02-13713
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Directional clip 200

Turned directional clip 200

toom = 1,0 mm

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex A 5
Directional clip 200, turned directional clip 200, dimensions

Z71895.18 B.02.02-137/13
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D 74 toom = 1,0 mm
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RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex A 6
Directional profiles 750, 1500 and 2600, dimensions
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RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex A7
Turned directional profiles 750, 1500 and 2600, dimensions
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partial safety factor yw
RIB-ROOF Speed 500, b= 500

RIB-ROOF Speed 500
Cover width b= 500 mm
Characteristic values for downward load
Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports
thick- | load | ofinertia | moment | support M uﬂ:MEm. 5 J"k’m]*FEuff Rbxs/yu| <1
ness reaction
t g |t Merer Rumica MPrin R%us Me e Ruwake
mm | kN/m? | cm%m | kNm/m | kN/m kNm/m kN/m kNm/m kN/m
0,7 0,0252 24.8 0,822 1,88 0,930 8,55 0,670 3,77
0,8 0,0288 324 1,07 246 1,22 12,5 0,875 4,92
0,9 0,0323 334 1,42 3,15 147 17.8 1,10 6,29
1,0 0,0360 34,5 1,76 3,83 1,72 23,2 1,33 7,67
Y ner " T )
RIB-ROOF Speed 500
Cover width b= 500 mm
Characteristic values for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support M, u,ff M% o f}’m:l‘* Feg ,r( R%..aly H; <1
reaction
t M:,Rk.F Rw.FtK.n MDRE.EI Hnm:.a Ma,m-,a Rw.ﬁk,l!
mm kNm/m kN/m kNm/m kN/m kNm/m kN/m
0,7 0,754 1,36 - - 0,677 2,70
0,8 0,985 1,76 - - 0,885 3,53
0,9 1,21 1,88 - - 0,941 3,75
1,0 1,43 1,98 - - 0,997 3,97
L
* Recommended: Yiaer = 1,0
m =11
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
Cross section properties, characteristic resistance values and Annex B 1

£71886.18
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RIB-ROOF Speed 500
Cover width b= 400 mm
Characteristic values for downward load
Sheet | Dead | Moment Field End Moment and reaction at intermediate supports
thick- | load | of inertia | moment | support M d,rimgm f}'u]+FE u;[ﬁghln ;}.M]g
ness reaction
t g lat Merr Rurka M e R Mereo Rurxe
mm | kN/m? cm*/m kNmim kN/m kNm/m kN/m kNm/m kN/m
0,7 0,0268 33,9 1,10 2,35 1,16 11,2 0,837 4,71
0,8 0,0306 44,3 1,44 3,07 1,52 15,6 1,08 6,15
0,8 0,0344 46,5 1,80 3,93 1,83 22,3 1,38 7.87
1,0 | 0,0383 48,6 2,18 4,79 2,15 29,0 1,66 9,59
Yiser ™ e
RIB-ROOF Speed 500
Cover width b= 400 mm
Characteristic values for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support Meq f[Mﬂu. : ;}.H] +Fey I.r{ R ,rh:, <1
reaction
t MqﬂLF Rw,FtR,A Maﬁhﬂ Hﬁnk_a an,n Rw,ng,a
mm kNm/m kN/m kNm/m kN/m kNm/m kN/m
0,7 0,973 1,69 - - 0,847 3,38
0,8 1,27 2,21 - - 1,11 4,41
0,9 1,54 2,34 - - 1,18 4,69
1,0 1,80 2,48 - - 1,25 4,97
Tn
*! Recommended: Yiaer = 1,0
T =1,1
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
Cross section properties, characteristic resistance values and Annex B 2
partial safety factor yu
RIB-ROOF Speed 500, b= 400

Z71895.18
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RIB-ROOF Speed 500
Cover width b= 333 mm
Characteristic values for downward load
Sheet | Dead | Moment | Field End Moment and reaction at intermediate supports
thick- | load | of inertia | moment | support Mg, d‘r[Mgh.B fl’m]*‘FE df[ng.ume}ﬂ'l
ness reaction
t a lat Merir Runaka Mnltk.ﬂ R%xp Mn,ﬁm R pra
mm | kN/fm? | em¥%m | kNm/m | kN/m kNm/m kN/m kNm/m kN/m
07 | 0,0284 43,1 1,38 2,83 1,40 14,3 1,01 5,65
08 0,0324 56,3 1,80 3,69 1,82 18,7 1,31 7,38
08 | 0,0365 59,6 2,18 4,72 2,20 26,8 1,65 9,45
1,0 | 0,0405 62,8 2,56 5,76 2,58 34,8 1,99 11,5
Y, uer i T "
RIB-ROOF Speed 500
Cover width b= 333 mm
Characteristic values for uplift load
Sheet Field End Moment and reaction at intermediate supports
thickness | moment | support Me d;[ Mgn.aﬂ’?m]'fﬁ- d;[ Rgm;m] =<1
reaction
t Me gk Ruw.ak.a MChe R%ua Me mx.s Rurxe
mm kNm/m kN/m kNm/m kN/m kNm/m: kM/m
0,7 1,19 2,03 - - 1,02 4,06
0,8 1,56 2,65 - - 1,33 5,30
09 1,87 2,82 - - 1,41 5,63
1,0 217 2,98 - - 1,50 5,97
Y ™
* Recommended: Yoz =1,0
' =1 A
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
Cross section properties, characteristic resistance values and Annex B 3
partial safety factor yu
RIB-ROOF Speed 500, b= 333

27189518
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Characteristic holding forces between profiled sheeting and standard clip,
turned standard clip, flat clip border and perforated clip border
made of steel t, = 1,30 mm
Fer clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness b = 600 mm b = 400 mm b =333 mm
FFBt.E-
t kN Frye Frxa Frxe
mm kN/m kN/m kN/m
Intermediate support
0,70 1,15 2,31 2,89 3,47
0,80 1,51 3,02 3,77 4,53
0,80 1,72 3,43 4,29 5,186
1,00 1,88 3,77 4,71 5,65
End support
0,70 0,577 1,15 1,44 1,73
0,80 0,754 1,51 1,88 2,26
0,90 0,859 1,72 2,15 2,58
1,00 0,941 1,88 2,356 2,83
If the profiled clip borders are fastened at a distance of more than 3 hole spacing apart from the
placed holes of the holding bracket (refer to clip border flat), greater deformations and plastification
can arise. If this will result in constructional problems, the holding force in used condition has to be
limited to the following values for each holding bracket:
F.n.,u = '1,1 kN, Fa,k[&bﬂmm} =22 kM/m F&mm mmy = 2,?5 kN/m Fa,ma: ) = 3,3 kN/m

"' Profile overhang (i = 6 cm in excess of the end of the clip.
Recommended partial safety factor: yw =1,33

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Characteristic holding forces between profiled sheeting and standard clip, Annex B 4

turned standard clip, flat clip border and perforated clip border,
characteristic resistance values and partial safety factor yu

Z718085,18 8.03.02-137/13
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Characteristic holding forces between profiled sheeting and standard clip
made from stainless steel, t = 1,20 mm, f, = 290 N/mm?

Per clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness F b =600 mm b = 400 mm b =333 mm

t g Frie Frie Fra
kN ' :

mm kN/m kN/m kN/m

Intermediate support

0,7 0,83 1,66 2,07 2,49
08 1,08 2,16 2,70 3,25
0,9 1,16 2,30 2,87 3,45
1,0 1,22 2,43 3,04 3,65

End support ")

07 0,414 0,83 1,03 1,24
0.8 0,540 1,08 1,36 1,62
09 0,574 1,15 1,44 1,72
1,0 0,608 1,22 1,52 1,82

Characteristic holding forces between profiled sheeting and
directional clip 200 and turned directional clip 200

Per clip Based on the cover width b for RIB-ROOF Speed 500
Sheet thickness F b = 600 mm b =400 mm b =333 mm
t oy F F F
hN REB RkB RkB
mm kN/m kN/m kN/m
Intermediate support
0,7 141 2,82 3,52 4,23
0,8 1,84 3,68 4,60 5,53
0,9 2,26 4 51 5,64 6,77
1,0 2,61 5,21 6,52 7,83
End support .|
0,7 0,70 1,41 1,76 2,12
0,8 0892 1,84 2,30 2,76
0,9 1,13 2,26 2,82 3,39
1,0 1,30 2,61 3,26 3,21
" Profile overhang U = 6 cm in excess of the end of the clip.
Recommended partial safety factor: yu =1,33
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
Annex B 5

Characteristic holding forces between profiled sheeting and standard clip, made
from stainless steel, directional clip 200 and turned directional clip
characteristic resistance values and partial safety factor yu

Z71885,18

B.03.02-13713
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Characteristic holding forces between profiled sheeting
and directional profiles or turned directional profiles

For directional profiles and turned directional profiles one may assume the load-bearing capacity of a direc-
tional clip 200 or turned directional clip 200 according to annex B 5 for every connecting point of a directional
profile (or turned directional profile) with the substructure.

The drawing shows the assignment of the resistance as example for directional profiles and turned directional
profiles with two connecting points (supports).

RIB-ROOF Speed 500 ~ , ——
T TTITTIT] T

I S

] 1 |
E | | |

directional profile or 7"~ 2N XN 2N
turned directional profile
\[/ FHHJ\[ZDBJ l FHk.B[ZL‘Iﬂ] l FRK.B(ZDU] l FRk.B:EUD}

Recommended partial safety factor: Y =133

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex B 6
Characteristic holding forces between profiled sheeting and directional profiles
and turned directional profiles

ZT1805.18 8030213713
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Walk-on stability after Assembly
Fully fixed profiled sheeting may be walked on without any load-dispersal measures up to the following
spans:
RIB-ROOF Speed 500
Sheet Cover width = 600 mm Cover width = 400 mm Cover width = 333 mm
thickness  ~gjngie-span | Multi-span | Single-span Multi-span | Single-span | Multi-span
beam beam beam beam beam beam
t Lor Lo Lo Lor Lo Lor
mm m m m m m m
0,70 245 3,08 2,34 2,92 2,22 2,78
0,80 3,20 4,00 3,05 3,81 2,80 3,63
0,80 3,20 4,00 3,05 3,81 2,90 3,63
1,00 3,20 4,00 3,05 3,81 2,80 3,63
RIB-ROOF Speed 500 sliding standing seam roofing aluminium
- Annex B 7
Characteristic resistance values
Walk-on stability

Z71885.18

B.03.02-137T13
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Supplementary information for design, installation, execution and maintenance

The performance and serviceability of the construction product can be provided
according the following:

C1 General

The verification of the load-bearing capacity and serviceability is provided in each individual case ac-
cording to EN 1990 and EN 1999-1-4 in consideration of the information in this ETA.

In general, it is verified that the design value of the effect of the action E4 does not exceed the design
values of the related load-bearing capacity Rs e.0., Es S Ry,

The design values of the load-bearing capacities are the result of dividing the characteristic values by
the partial safety factor Y.

Following verifications shall be provided generally:
. Verification of profile sheeting

. Verification of the clips according to annexes A3to A7
— Pull out resistance of the clips in head of seam of profiled sheeting (holding forces)
— Fastening of the clips to the substructure

’ If required by national regulations verification of walkability (walk-on resistance) after assembly
(where required) according to annex B 7 or the manufacturer's recommendations

If there is the possibility of the formation of a water pocket (Generally applies to roof slopes less than
2% and to unfavourable position concerning drainage engineering of the roof outlets.), this load case is
verified with the following loads: permanent load and water load as a result of the total deflection of the
profiled sheeting from the loads to be applied.

The profiled sheeting are supported in a single span configuration or continuously across several
spans. The center-to-center distance of the clips is assumed as span. Continuous beams with spans of
less than 1.0 m are verified with an effective span of at least 1.0 m.

The loads are static or quasi-static.

The verification of the ultimate limit state is performed by a structural engineer experienced in the field
of lightweight metal construction,

The aluminium strip is protected against corrosion at normal weathering conditions of sea, country, city
or industry surroundings by formation of a natural oxide layer. In cases of an increased corrosion risk,
e.g. in the immediate vicinity of plants which emit larger amounts of aggressive substances (e.g. copper
smelters), the performance of the profile sheets is given by a suitable plastic coating protection with a
nominal thickness of 25 microns minimum. The suitability of the plastic coating shall be attested by
evidence of corresponding bodies,

With respect to the corrosion protection the information given in Annex A 1 apply.

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex C 1

Supplementary information for design, installation, execution
and maintenance

Z71895,18 8.03.02-137M13
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C 2 Design loads (actions)

C 2.1 General
Unless otherwise stated EN 1990 shall apply.

C 2.2 Dead load of profiled sheeting
The dead loads of profiled sheeting according to annex A 2 are shown in annexes B 1to B 5,

C 2.3 Point load, walk-on stability

The verification of the ultimate limit state for a point load action of 1 kN on the profiled sheeting shown
in annex A 2 can be assumed as proofed if the provisions in this European Technical Assessment have
been cbserved,

C 3 Verifications for action of loads acting normal to the installed profiled sheets

C 3.1 Calculation of stress

Unless otherwise stated EN 1999-1-4 shall apply. Fundamentally, the effects of actions acting normal to
the installed profiled sheets will be calculated using the theory of elasticity.

C 3.2 Calculation of load bearing capacity on base of characteristic resistance values
EN 1999-1-4 and annexes B 1 to B 4 shall apply.

The verification of the Interaction of moment and support reaction of the profiled sheeting at the inter-
mediate support is given in deviation from equation (6.22), clause 6.1.11 of EN 1999-1-4 according to
the interaction equation given in annexes B 1 to B 3.If M°ws and R®m.e are not given in tables of an-
nexes B 1to B 3, verification of interaction is not necessary.

The characteristic values of profiled sheets shown in annex A 2 can be interpolated linearly in case of
construction widths in between.

In terms of pull-out performance (holding force) between clips and head of seams annexes B4 and B 5
applies.
The design values are the result of dividing the characteristic values by the partial safety factor yu.

For directional profiles and turned directional profiles one may assume the load-bearing capacity of a
directional clip 200 or turned directional clip 200 according to annex B 5 for every connecting point of a
directional profile (or tured directional profile) with the substructure, see Annex B 6.

The characteristic values of the resistances of connections between clips and substructure can be
gathered from the corresponding ETAs or standards (e. g. EN 1895-1-1). The design values are the

result of dividing the characteristic values by the partial safety factor yu.

C 3.3 Verification of deflections (serviceability limit state)

The characteristic values of moment of inertia of profiled sheeting according to annex A 2 are shown in
annexesB1toB 3,

C 3.4 Forces acting in plane of the roof

A transmission of shear and direct forces acting in the plane of the roof due to a roof pitch by the pro-
filed sheeting must not be considered by way of calculation without special requirements concerning the
execution — e.g. formation of fixed points according to annex C 5. The forces from fixed points shall be
further followed up in the substructure,

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex C 2
Supplementary information for design, installation, execution
and maintenance

27189518 B.03.02-13713
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Cc4
C4.1

C4.2

C 3.5 Diaphragm action

A diaphragm action of the profiled sheeting for stiffening the total works or a shear or torsional stiffness
for stabilizing the substructure against lateral torsional buckling will not be taken into account by way of
calculation,

Information for execution
General

The profiled sheeting is connected with each other continuously forming a rainproof standing seam by
clamping the lateral edge ribs of adjacent roof elements. The connection to the substructure is made by
clips, not visible from above, clamped between the edge ribs, which are fastened to the substructure.

The profiled sheeting may only be installed by specialists of the manufacturing plant or by companies
having received appropriate training and authorization by the manufacturer, The manufacturer or the
person laying the profiled sheeting shall prepare implementation instructions for the laying of the ele-
ments to be handed over to the assemblers.

Damaged profiled sheeting including plastic deformations must not be installed.
After completion of a roof installation, all foreign objects shall be cleaned from the roof.

When using profiled sheeting of different sheet thicknesses in a roof, these shall be marked according
to sheet thicknesses, in order to avoid mix-ups.

Profiled sheeting
Connecting

The profiled sheeting is connected to the substructure at each edge rib by clips. For fixing the profiled
sheeting during thermal movement and for transmitting the in plane forces in case of sloped roofs or
wall coverings, fixed points are provided according to annex C 5.

The individual elements are connected immediately after laying by clamping the lateral edge ribs. In do-
ing so, attention shall be paid to a faultless connection to the clips. If the laying of the profiled shesting
is interrupted before completion of the full roof or wall extents, then the |ast laid profiled sheeting shall
always be secured to provide adequate restraint against detachment from the clips due to wind loads.

An additional securing against sheet detachment from the clips is also required if the construction, dur-
ing installation, is exposed to larger wind loads than at the final state.

Minimal roof slope

When using the profiled sheeting as the weathering outer skin of roofs, the minimum roof pitch for roofs
without transverse joints or with welded transverse joints is 1.5° (2.6 %). The required minimum roof
pitch increases to 2.9° (6 %) for roofs with sealed transverse joints and/or openings (e.g. domed roof-
lights).

The required increase of the minimum roof slope for roof penetrations — e.g. for domed roof lights —
may not be required, if completely welded flashings are used and the aluminium flashings are welded
with the upper shell of the roof such that a completely watertight joint is achieved.

The requirement of the minimum roof slope does not apply to the ridge area, if the roof elements in the
area with pitches = 2,9° (5 %) are arranged continuously over the ridge.

Transverse joints
Transverse joints are permitted only if even under full load complete water run-off is still possible.

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Supplementary information for design, installation, execution
and maintenance

Annex C 3

Z71885.18
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Transverse joints may only be installed directly over a support if the joint is at a fixed point. Otherwise
the profiled sheeting is overlapped just above a support. For roof pitches of up to 17° (30 %) the mutual
overlap of the profiled sheeting amounts to at least 20 cm, for larger roof pitches at least 15 cm.

Walkability (walk-on resistance)

During the installation, profiled sheeting shown in annex A 2 may only be walked on by placing planks
using load-distributing measures,

After completion of the roof the profiled sheeting may be walked on for cleaning and maintenance work
without load-distributing measures up to spans according to annex B 7.

Load-distributing measures, e. g. wooden planks of strength class C24 according to EN 14081-1 with a
cross section of 4 x 24 cm and a length of > 3.0 m shall be applied if the effective span exceeds the
aforementioned maximum values, The planks may be laid on the ribs in the direction of the span of the
profiled sheeting or transverse to the direction of the span.

C 4.3 Clips

For the connection of the profiled sheeting to the substructure clips according to annexes A 3to A 7 are
used. The clips are attached directly to substructures made of steel, aluminium or timber.

Attachment of the clips to the substructure is carried out with the appropriate screws or rivets according
to the ETAs or standards (e. g. EN 1995-1-1).

For connections of the profiled sheeting with a concrete substructure, sufficiently anchored continuous
steel parts (e.g. HTU rails or 8 mm thick flat steels) or timber battens (minimum thickness 40 mm) with
a width of at least the width of 60 mm are interposed.

C 4.4 End and intermediate support width

A minimum purlin width of 80 mm is required at end and intermediate supports. To ensure the load-
bearing capacity at the end supports a profiled sheeting overhang of at least 60 mm is required.

C 4.5 Verge

Exposed edges in the direction of span of the profiled sheeting are stiffened by suitable edge stiffening
(verge profile).

C 4.6 Indications to the person installing the profiled sheeting

— Packaging, transport and storage
The manufacturer's instructions of Zambelli RIB-ROOF relating to Packaging, transport and storage
shall be followed. In particular in order to avoid damage to the product a suitable weather protection
shall be ensured.

~ Use and maintenance
Each delivery of Zambelli RIB-ROOF Speed 500 sliding standing seam system an installation instruction
Is enclosed.

The components of the system must comply with the regulations and must be audited and maintained.
After completion of the roof the profiled sheeting may be walked on for cleaning and maintenance work
without load-distributing measures up to spans according to annex B 7. In case of other spans load- dis-
tributing measures are necessary (see clause C 4.2),

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Annex C 4

Supplementary information for design, installation, execution
and maintenance
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fixed point

cup blind rivet 4,8x12,5mm
(sleeve: aluminium,

mandrel: stainless steel A2))
for side riveting of fixed point with
flat round head 9,5 mm

Attention: Drilling chips on profiled
sheets have to be removed!

Fix t

fixed point according
to statical calculation

hat section

RIB-ROOF Speed 500

standard clip
(optionally turned)

standard clip (optionally turned)
directional clip (optionally turned)
directional profile (optionally turned

directional clip
(optionally turned)
directional profile
(optionally turned)

RIB-ROOF Speed 500 sliding standing seam roofing aluminium

Supplementary information for design, installation, execution
and maintenance
Fixed point formation (exemplary for steel substructure)

Annex C 5
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