
Steel: no. Z-14.1-473
Aluminium: no. Z-14.1-474

 

GENERAL SYSTEM AUTHORISATION
BY THE CONSTRUCTION AUTHORITIES 

RIB-ROOF Speed 500 
sliding standing seam roofing

MADE IN GERMANY





Steel: no. Z-14.1-473

General System Authorisation
by the Construction Authorities 

RIB-ROOF Speed 500 sliding standing seam roofing





 

German Institute for Building Technology 
INCORPORATED PUBLIC-LAW INSTITUTE

Construction Approvals Body for Construction 
Products and Construction Systems
Member of the European Organisation for Technical 
Approvals EOTA and the European Union of 
Agrément UEAtc

Date: 30th March 2016
phone. : +49 (0)30 78730-246 fax: +49 (0)30 78730320 
E-Mail: dibt@dibt.de
Trans. Ref. : I 31-1. 14. 1-4/15 

Authorisation number:	 Z-14.1-473

Applicant: 	 Zambelli RIB-ROOF GmbH & Co. KG, Hans-Sachs-Strasse 3 + 5, 94569 Stephansposching, 
	 Germany

Object: 	 RIB-ROOF Speed 500 sliding standing seam roofing, steel

Valid until: 	 1st April 2021

Object of approval:	 RIB-ROOF Speed 500 sliding standing seam roofing made of steel sheet

The above-mentioned object of authorisation has been approved by the general construction authorities. This 
General System Authorisation by the Construction Authorities includes nine pages and eleven enclosures.
This general construction authorisation replaces the general construction authorisation no. Z-14.1-473 of  
2nd April 2015. The general construction authorisation of the object was approved on 17th March 2005 for the 
first time.

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.

General System  

Authorisation

by the Construction 

Authorities



General System Authorisation by the Construction Authorities 	 Page 2 of 8 | 30th March 2016
No. Z-14.1-473

I. GENERAL REGULATIONS

1 	� Through the General System Authorisation by the Construction Authorities the utilisation and/or 
applicability of the object approved has been established in accordance with the Building regulations 
of the land. 

2	� Provided that the requirements for manufacturing of building products and types are met regarding 
the expertise and experience of the entrusted individuals in the general construction approvals 
body according to § 17 paragraph 5 Model Building Regulations and according to state regulations, 
attention should be given to the fact that this expertise and experience can also be documented by 
comparable proof from other member states of the European Union. This is valid, where applicable, 
also for documentation given within the framework of agreements covering the European Economic 
Area (EWR) or other bilateral agreements. 

3	� The General System Authorisation by the Construction Authorities does not replace the approvals, 
consents and certificates, which are regulated by law for the execution of building projects. 

4 	� The General System Authorisation by the Construction Authorities is granted without impairing the 
rights of third parties, especially private property rights. 

5 	� Producers and marketing organisations of the object approved are obliged to provide the user and 
applier of the approved object copies of the General System Authorisation by the Construction 
Authorities, independent of advanced regulations according to the “Special Regulations”, and 
to advise them that the General System Authorisation by the Construction Authorities has to be 
available at the application site. On request, the General System Authorisation by the Construction 
Authorities has to be made available to authorities involved. 

6 	� It is only allowed to copy the General System Authorisation in its entirety. The publication in extracts 
requires the approval of the German Institute for Construction Technology. Texts and drawings of 
advertising materials must not contradict the General System Authorisation. Translations of the 
General System Authorisation by the Construction Authorities have to include the following note 
“This translation from the German original is uncertified by the German Institute for Construction 
Technology”. 

7 	� The General System Authorisation by the Construction Authorities is subject to revocation. 
The regulations of the General System Authorisation by the Construction Authorities can be 
supplemented and altered subsequently, especially if new developments in technology require this. 

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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II. SPECIAL REGULATIONS
1	 Object of approval and area of application

The object of approval is a type of construction composed of several building products consisting of 
load-bearing, room-closing roof elements (profiled sheets) and associated fixing elements (standard 
clip, turned directional clip, directional profile, turned directional profile or clip border). The profiled 
sheets are manufactured from a corrosion-protected steel sheet coil, which is warped in a cold state 
by roll-bending to profiled sheets with a trough-shaped cross-section and parallel ribs in the support 
direction (see enclosure 1). The fixing elements are manufactured from corrosion-protected steel 
sheet or stainless steel. 
The profiled sheets are connected to each other by interlocking the sideway ribs of adjacent 
roof elements roof remains rain proof. The connection with the substructure is effected by fixing 
elements, which are clamped between the ribs with corresponding fastening elements, cannot be 
seen from above and which are mounted on the substructure. 
The General System Authorisation by the Construction Authorities regulates the manufacture of the 
building products and the usage of the type of construction. 

2	 Regulations for the building products 

2.1	 Properties and composition 

2.1.1	 Dimensions
The dimensions of the profiled sheets and fixing elements have to correspond to the specifications in 
enclosures 1 and 2. 
For the limiting dimensions of the nominal sheet thicknesses for the profiled sheets and the fixing 
elements out of steel sheet the tolerances according to DIN EN 10143:2006-09 (normal limiting 
dimensions) apply; however, for the lower dimensions only the limiting dimension (s) according to 
DIN EN 10143:2006-09 apply, table 2 with a maximum nominal sheet thickness of 5 %.
The limiting dimensions of the nominal sheet thickness for the fixing elements out of stainless steel 
are deposited at the German Institute for Building Technology. 

2.1.2	 Material 

2.1.2.1	 Profiled Sheets
As material for the manufacture of the profiled sheets a corrosion-protected steel sheet, suitable for 
cold bending, has to be used. 
The base material which has not yet been profiled must have at least the mechanical characteristic 
of steel of the type S320GD+Z, S320GD+AZ, S350GD+Z, S350GD+AZ according to DIN EN 
10346:2015-10 for all sheet thicknesses. 
These standards must also be fulfilled by the finished component in its final state of application.

2.1.2.2	� Fixing elements (standard clip, turned standard clip, directional clip, turned directional clip, 
directional profile, turned directional profile or clip border)
A corrosion-protected steel sheet suitable for cold bending is to be used as material for the 
production of the fixing elements. 
The fixing elements out of corrosion-protected steel sheet must at least have the mechanical 
characteristics of steel of the type S 350 GD+AZ according to DIN EN 10346:2015-10. 
A steel sheet out of stainless steel with the material number 1.4301 according to DIN EN 10088-
4:2010-04 can be used for the production of standard clips and turned standard clips. The value of 
the elongation limit (0.2 % elongation limit) of the base material must be at least Rp0.2 = 290 N/mm2.

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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2.1.2.3	 Fastening elements
The General Authorisation Approval (e.g. Authorisation no. Z-14.1-4), European Technical 
Authorisations or European Technical Approvals or European Technical Evaluations for fastening 
elements or standards (e. g. DIN EN 14592:2012-07 in connection with DIN 20000-6:2015-02) apply. 

2.1.3 	 Corrosion protection

2.1.3.1	 Profiled sheets
The regulations in DIN 55928-8:1994-07 apply
As corrosion protection is at least a coating according to edition no. Z275, ZA255 or AZ255 or AZ150 
according to DIN EN 10346:2009-07 provided. 

2.1.3.2	 Fixing elements
The regulations in DIN 55634:2010-04 apply for fixing elements out of steel sheet. Therefore, as 
corrosion protection at least a coating thickness of AZ150 according to DIN EN 10346:2015-10 has 
to be applied.
The specifications in the Technical Construction Regulations and the General System Authoisation 
Z-30.3-6.

2.1.3.3	 Fastening elements
The regulations of the General System Authorisation (Authorisation no. Z-14. 1-4) by the 
Construction Authorities are applicable where necessary respective the details in corresponding 
European Technical Authorisations or European Technical Evaluations.

2.1.4 	 Fire protection

2.1.4.1	 Fire behavior 
The profiles and the fixing elements out of steel band with metallic corrosion-protection and the 
fastening elements fulfill the fire behaviour requirements of class A1 according to the decisions 
96/603/EG1, 2000/605/EG2 and 2003/424/EG3 mady by the European Commission.
The products made of plastic-covered steel fulfill the requirements of construction products of class 
A1 according to DIN EN 13501-1:2010-01.

2.1.4.2	 Fire behavior of roofing regarding external fires
Profiled sheets made of steelband with metallic corrosion-protection fulfill the performance criteria 
for resistant roofings for the characteristics “behaviour during external fire” according to the decision 
2000/553/EG4 made by the European Commission. The regulations MLTB, enclosure 3.1/2 as well 
as DIN 4102-4/A1:2004-11 have to be adhered to during execution. Deviating executions need a 
seperate verification of applicability.

2.2	 Labelling

2.2.1 	 Profiled sheets 
The packaging of the profiled sheets must be designated by the manufacturer with the conformity 
symbol (Ü-symbol) according to the conformity symbol ordinances of the Federal German States. 
Labelling may only take place when the preconditions of section 2.3 have been fulfilled. 
Each package of profiled sheets must also bear a sign containing information on the production 
company, year of manufacture, type of profile, sheet thickness and material. 

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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2.2.2 	� Fixing elements (standard clip, turned standard clip, directional clip, turned directional clip, 
directional profile, turned directional profile or clip boarder)
The packaging of the fixing elements must be designated by the manufacturer with the conformity 
symbol (Ü-symbol) according to the conformity symbol ordinances of the Federal German States. 
Labelling may only take place when the pre-conditions of section 2.3 have been fulfilled. 
Each package of fixing elements must also bear a sign containing information on the production 
company, year of manufacture and material. 

2. 3 	 Evidence of conformity 

2.3.1 	 General 
The confirmation of the conformity of the building products with the regulations of this General 
System Authorisation by the Construction Authorities has to be carried out for every factory with a 
conformity certificate on the basis of the company’s own factory production control and a regular 
external control including an initial inspection of the building products according to the following 
regulations. 
For the purpose of issuing the conformity certificate and the external control including the 
accompanying product tests, which have to be carried out, the producer of the building products has 
to employ an authorized certification office as well as an authorized regulatory agency. The producer 
has the declaration, that a certificate of compliance is issued by marking the building products 
with the certificate of conformity (Ü-symbol) with reference to the intended purpose. A copy of the 
conformity certificate issued by the certification office has to be given to the German approval body.

2.3.2 	 In-house production control 
An in-house production control has to be set up and implemented in every production facility. In-
house production control means, that the continuous production control to be carried out by the 
producer, with which the producer is able to ensure that the building products produced correspond 
with the regulations of this General System Authorisation by the Construction Authorities. 

The in-house production control should include at least the following measures.
-	� Profiled sheets: 

At the factory the geometry and dimensions (especially as well the sheet thicknesses) have to 
be proved by regular measurements.  
For each material delivery the material characteristics of the base material have to be proved 
as required in section 2.1. Evidence of the material characteristics of the base material has 
to be supplied with an inspection certificate 3.1 according to DIN EN 10204:2005-01. The 
conformity of the specifications in the inspection certificate 3.1 with the specifications in 
section 2.1 has to be proved. 

-	� Fixing elements:  
�The regulations for the profiled sheets apply correspondingly.

The results of the in-house production control have to be recorded and evaluated. The records must 
at least contain the following information: 
-	 Description of the building product or the base material as well as the components
-	 Type of control or test
-	� Date of production and the test of the building product or the base material as well as the 

components 
-	 Result of the controls and tests and comparison with the requirements 
-	 Signature of the person responsible for in-house production control

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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The records have to be kept for at least five years and presented to the regulatory agency 
responsible for the external control. On request, they have to be presented to the German Institute 
for Construction Technology and the responsible superior Building Authority.
Should testing results prove inadequate, the producer has immediately to take the necessary 
measures to eliminate the defect. Building products which do not conform to the requirements are to 
be handled that way, that they can not be mixed up with products, which conform. After elimination 
of the defect, the corresponding test has to be repeated immediately - if it is technically possible and 
necessary for evidence of the elimination of the defect. 

2.3.3 	 External control 
In every production company the in-house production control has to be verified by an external 
control on a regular basis, but at least twice a year. As part of the external control, an initial check 
of the profiled sheets and fixing elements has to be carried out and the following tests have to be 
carried out in random checks: 
Random checks of the geometry and the dimensions as well as the material characteristics and of 
the corrosion protection have to be made. The external control of has to prove that the requirements 
of section 2.1 are fulfilled. 
The sampling and testing have to be carried out through the specified office. The results of the 
certification and the external control have to be kept for at least five years. On request, they have 
to be presented to the German Institute for Building Technology and to the responsible superior 
Building Authority through the certification office or the regulatory agency. 

3	 Regulation for planning and measurements 

3.1 	 General 
Serviceability and load-bearing safety have to be proofed by means of a static calculation in every 
single case of use. If the following does not determine any other facts, the regulations of the current 
technical building regulations apply. 

3.2 	 Loading assumptions (impacts) 

3.2.1 	 Dead load of the profiled sheets 
See enclosure 4.1 until 4.6 for the dead load of the profiled sheets.

3.2.2	 Single load
The proof of the load bearing capacity for the profiled sheets under a single load of 1,0 kN according 
to DIN EN 1991-1-1:2010-12 in connection with DIN EN 1991-1-1/NA:2010-12 table 6.10DE is 
considered to be established with the compliance of these regulations under this authorisation (see 
also section 5). 

3.2.3 	 Waterskin 
The regulations according to DIN 18 807-3:1987-06, section 3.1.3 apply correspondingly. 

3.3	 Static systems 
The profiled sheets can be laid over one field or continuously over several fields. 
Continuous beams with a distance between supports of less than 1,0 m have to have verification of 
a calculated distance between supports of at least 1,0 m.

3.4	 Proof of load bearing capabilities acting perpendicularly to the laying surface

Please note:
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Liability for translation errors is excluded.
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3.4.1 	 Calculation of load section 
All loads must in principle be calculated according to the theory of elasticity. The proof of 
serviceability has to be conducted with the same combination coefficients as for the proof of load-
bearing safety and γM = 1,0. 

3.4.2	 Calculation of the load-bearing capacities from the characteristic values of resistivity 
DIN EN 1993-1-3:2010-12 in connection with DIN EN 1993-1-3/NA:2010-12 and the specifications in 
the enclosures 4.1 to 4.3 as well as 5.1 (for steel grade S350GD), 4.4 to 4.6 as well as 5.2, (for steel 
grade S350GD), and 5. apply. Deviating from DIN EN 1993-1-3:2010-12, equation (6.28c) is valid for 
interaction conditions for the in enclosure 4.1 to 4.6 mentionned equation. For profiled sheets with 
construction widths between the construction widths specified in the enclosures the characteristic 
values of resistivities may be detected with linear interpolation.
The characteristic values for the bearing loads between the profiled sheets and the standard clips, 
turned standard clips and clip borders can be taken form enclosure 5.1 and between profiled sheets 
and directional clips as well as turned directional clips can be taken from enclosure 5.2. When using 
directional profiles (or turned directional profiles) a directional clip 200 (or turned directional clip 200) 
has to be assumed virtually as support at every connection point of a directional profile (or turned 
directional profile) with the substructure. In this context, it is not allowed to assume an additional 
virtual support within the length of a directional clip 200 (or turned directional clip 200) when having 
a virtually assumed support. The second and the second last entirely formed hole at the beginning or 
end of a directional profile (or turned directional profile) could only be used as connecting point. The 
sum of the single length of the virtually assumed directional clips 200 (or turned directional clips 200) 
should not exceed the length of the directional profile (or turned directional profile). The supporting 
forces have to be calculated for this static system (of enclosure 5.3). Those should be compared 
with the resisting forces of the directional clip 200 (or turned directional clip 200) and are based on 
the evidence of the connection of the fixing elements to the substructure. If directional profiles (or 
turned directional profiles) are performed over more than 2 substructure strings, there has to be 
considered a corresponding adjustment of the supporting force according to the insided supporting 
force of a continous beam.
The characteristic values for the maximal bearing loads of the connections to the fixing elements 
with the substructure may be taken from the relevant General Construction Authorisation Approvals 
(e. g. Authorisation no. Z-14.1-4), European Technical Authorisations or European Technical 
Approvals and standards (e. g. DIN EN 14592:2012-07 in connection with DIN 20000-6:2015-02). 
To determine the strength out of the characteristic values, the part-safety coefficient γM = 1,33 has to 
be used. At connections with wooden constructions the modification factor kmod has to be considered 
according to DIN EN 1995-1-1:2010-12 in connection with the National annex.

3.5 	� Calculation of changes in shape 
See enclosures 4.1 to 4.6 for the characteristic value for the bending torque of inertia. 

3.6 	 Roof shear 
A continuation of shear and normal forces acting at the roof level due to a roof slope by the profiled 
sheets may not be taken into consideration for the purposes of calculation without special design 
requirements-e. g. forming of fixed points (see also section 4.1). The forces from fixed points are to 
be further pursued in the substructure.

Please note:
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3.7 	 Sheet action 
The sheet action of the profiled sheets for the purposes of fixed points of stiffening the overall 
building must not be taken into consideration for calculation purposes. 
The sheet action of the profiled sheets to stabilise the substructure against laternal torsional 
buckling must not be taken into consideration for calculation purposes for the profiled sheets 
according to enclosure 1.1. For the profiled sheets according to enclosure 1.2 the sheet action 
of the profiled sheets to stabilise the substructure against laternal torsional buckling must not be 
taken into consideration for calculation purposes provided that the stiffening usage of the profiled 
sheets is regulated according to enclosure 1.2 within the scope of an independent relevant general 
construction authorisation approval for the substructure.

4 	 Regulations for execution

4.1	 Profiled sheets 
The profiled sheets have to be connected to the substructure by fixing elements at every rib. Fixed 
points are to be provided to fix the profiled sheets in the case of heat movements and to transfer the 
roof shear in the case of inclined roofs (see enclosure 3). Transverse joints are only permissible if a 
correct water drain is still possible even under full load. 
Transverse joints have to be effected directly over a support if the joint is carried out at a fixed point. 
Otherwise the profiled sheets have to be jointed slightly above a support. In the case of roof pitches 
of up to 17° (30%) the opposite overlap of the profiled sheets has to be at least 20 cm and at least 
15 cm in case of bigger roof pitches.
If the profiled sheets are used as a water-bearing outer shell of roofs, the following minimum roof 
pitches are to be adhered to: 
Minimum roof pitch of 1.5° (2.6%) for roofs without transverse joints. The required minimum roof 
pitch increases to 2.9° (5%) for roofs with transverse joints and/or roof penetrations (e. g. dome 
lights). 
The increase in the minimum roof pitch required in the case of roof penetrations – e. g. for dome 
lights - is not necessary, if the following preconditions are met at the same time: 
1.	 Completely welded curbs for sealing are used. 
2.	� The curbs for sealing are welded to the roof upper shell of the profiled sheets in a way that an 

absolute tightness is achieved. 
The requirement of a minimum roof pitch does not apply (locally limited) for the ridge area, if the roof 
elements in areas with roof pitches ≤ 2.9° (5%) are arranged un-jointed running continuously over 
the ridge. 
The sheets formed by the profiled sheets have to run in direction of the roof pitch. 

4. 2	 Fixing elements
To connect the profiled sheets to the substructure, fixing elements as per enclosure 2.1 – 2.5 are 
to be used. The upper end of each fixing element is to be jammed with the profiled sheets. The 
fixing elements directly have to be fastened on substructures out of steel or wood (please refer to 
enclosure 3).

Prior mentioned fixing elements are fastened to the substructure by means of suitable connecting 
elements, indicated in the General System Authorisation approved by building authorities 
(e.g. Authorisation no. Z-14.1-4), the European Technical Approvals, the European Technical 
Assessments and Standards (e.g. DIN EN 14592:2012-07 in connection with DIN 20000-6:2015-02).

Please note:
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4. 3	 Support thickness 
The stringer width may not be lower than 60 mm for end and intermediate supports. To guarantee 
the load bearing capacity at the end supports an overlap of profiled sheets of at least 60 mm is 
required. 

4.4 	 Verge 
The free edges in the clamping direction of the profiled sheets are to be braced by suitable edge 
stiffening (verge profiles). 

4.5	 Installation of profiled sheets 
The profiled sheets must only be installed by qualified people of the production company or by 
authorised companies with the corresponding instruction from the producer. The producer or installer 
of the profiled sheets has to hand out execution instructions for the installation of the elements to the 
assemblers. 
Profiled sheets with damages including plastic deformations must not to be installed. 
When using profiled sheets with different metal thicknesses on one roof, they have to be marked 
according to the thicknesses in order to prevent confusions. 
The individual elements have to be combined immediately after the installation by attaching the edge 
ribs. Here, it is important to attend to a proper connection with the fixing elements. If the installation 
of the profiled sheets is interrupted, the last fixed profiled sheet has to be secured against lifting. 
An additional protection against lifting is moreover necessary, if the construction is exposed to bigger 
stresses due to wind loads during construction than after completion of the project. 
During installation it is allowed to walk on the profiled sheets until the marginal spans according to 
enclosure 6 without load-distributing measures. When having larger marginal spans it is only allowed 
to walk over applied planks.
After completion, the roof is to be cleared of objects. 
The conformity of the style of construction with the regulations in this General System Authorisation 
by the Construction Authorities has to be certified by the executing company.

5	 Regulations for use, maintenance and service 
After completion of the roof, it is permissible to walk on the profiled sheets for cleaning and 
maintenance work without load-distribution measures up to spans as per enclosure 6. 
Load-distributing measures (e. g. wooden planks at least of sorting class S10 according to DIN 
4074-1:2003-06 or Property Class C24  according to DIN EN 1414081-1:2011-05 in connection with 
DIN 200000-5:2012-03 with a cross-section of 4 x 24 cm and a length of > 3,0 m) are to be used if 
the distance between supports is more than the above-mentioned maximal values. 
The planks may be laid in the direction of stress of the profiled sheets or transverse to the direction 
of stress on the ribs. 

Reiner Schäpel
Head of Division

(German version certified by the German Institute for Building Technology) 
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RIB-ROOF Speed 500
construction width = 500 mm

RIB-ROOF Speed 500
construction width = 400 mm

RIB-ROOF Speed 500
construction width = 333 mm

Enclosure 1RIB-ROOF Speed 500 sliding standing seam profile out of steel

cross section geometry of the profiled sheets



fixing clip (standard clip) type RIB-ROOF Speed 500

out of steel sheet tN = 1.30 mm

or out of stainless steel tN = 1.20 mm

standard clip

turned standard clip

Enclosure 2.1RIB-ROOF Speed 500 sliding standing seam profile out of steel

form and dimensions of the fixation clips: standard clip and 
turned standard clip

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-473 | 30th March 2016
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Enclosure 2.2RIB-ROOF Speed 500 sliding standing seam profile out of steel

flat clip border and perforated clip border 

Cross section geometry 
flat clip border

Cross section geometry 
perforated clip border

RIB-ROOF Speed 500 flat clip border

RIB-ROOF Speed 500 perforated clip border
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Enclosure 2.3RIB-ROOF Speed 500 sliding standing seam profile out of steel

directional clip 200
turned directional clip 200

directional clip 200

turned directional clip 200
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RIB-ROOF Speed 500 sliding standing seam profile out of steel

directional profile 750
directional profile 1500
directional profile 2600

Enclosure 2.4
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RIB-ROOF Speed 500 sliding standing seam profile out of steel

turned directional profile 750
turned directional profile 1500
turned directional profile 2600

Enclosure 2.5
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Enclosure 3RIB-ROOF Speed 500 sliding standing seam profile out of steel

designs of fixed points
(as example for wooden substructure)

cup blind rivet 4.8 x 12.5 mm
(capsule: aluminium,  
spike: stainless steel A2)
for side riveting of fixed 
points with flat round head 
9.5 mm 
Attention: drilling chips on 
profiled sheets have to be 
removed

fixed point clip

standard-clip 
(optionally turned)
directional clip 
(optionally turned)
directional profile
(optionally turned)

fixed point

directional clip
transverse lathing
fixed point clip, 
                 according to static calculation
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steel S350GD
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RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief,k
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

0,0672
0,0800

19,4
23,3

1,55
1,87

3,00
3,61

1,52
1,82

14,7
17,7

1,08
1,29

6,00
7,22

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

1,32
1,59

1,65
2,29

-
-

-
-

0,830
1,15

3,29
4,58

γM = 1,1

RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets construction width = 500 mm
cross section values, characteristic of the resistivity and part-security coefficients γM

Enclosure 4.1



steel S350GD

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-473 | 30th March 2016

RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

0,0714
0,0851

26,3
31,7

1,95
2,35

3,75
4,51

1,90
2,28

18,3
22,1

1,34
1,62

7,50
9,03

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,RK,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

1,73
2,08

2,06
2,86

-
-

-
-

1,04
1,44

4,12
5,73

γM = 1,1

Enclosure 4.2

RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets construction width = 400 mm
cross section values, characteristic of the resistivity and part-security 
coefficients γM

Z21527.16	 1.14.1-39/16
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steel S350GD

Enclosure 4.3

RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets construction width = 333 mm
cross section values, characteristic of the resistivity and part-security 
coefficients γM

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

0,0757
0,0901

33,3
40,1

2,36
2,84

4,50
5,42

2,28
2,74

22,0
26,5

1,61
1,94

9,01
10,8

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

2,14
2,58

2,47
3,44

-
-

-
-

1,25
1,73

4,95
6,88

γM = 1,1

Z21527.16	 1.14.1-39/16
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steel S320GD

RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

0,0672
0,0800

19,4
23,3

1,49
1,79

2,87
3,45

1,45
1,75

14,0
16,9

1,03
1,24

5,74
6,90

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,RK,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

1,27
1,53

1,58
2,19

-
-

-
-

0,794
1,10

3,15
4,38

γM = 1,1

Enclosure 4.4RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets construction width = 500 mm
cross section values, characteristic of the resistivity and part-security coefficients γM
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steel S350GD

RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

0,0714
0,0851

26,3
31,7

1,87
2,25

3,59
4,32

1,81
2,18

17,5
21,1

1,29
1,55

7,17
8,63

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,RK,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,63
0,75

1,66
2,00

1,97
2,74

-
-

-
-

0,992
1,39

3,94
5,47

γM = 1,1

RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets construction width = 400 mm
cross section values, characteristic of the resistivity and part-security coefficients γM

Enclosure 4.5
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Enclosure 4.6RIB-ROOF Speed 500 sliding standing seam profile out of steel

profiled sheets of S350GD+Z and construction width = 333 mm
cross section values, characteristic of the resistivity and part-security coefficients γM

steel S320GD

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0.63
0.75

0.0757
0.0901

33.3
40.1

2.26
2.72

4.31
5.18

2.18
2.62

21.0
25.3

1.54
1.86

8.61
10.4

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,RK,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0.63
0.75

2.05
2.47

2.37
3.29

-
-

-
-

1.19
1.66

4.73
6.58

γM = 1,1



characteristic values of retention forces between profiled sheets and standard clip, 
turned clip, flat and profiled clip border, partial safety factor γM

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-473 | 30th March 2016

Enclosure 5.1RIB-ROOF Speed 500 sliding standing seam profile out of steel

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-473 | 30th March 2016

Characteristic holding forces between the profiled sheets and standard clip, turned clip, 
flat clip border and perforated clip border out of steel sheet tN = 1.30 mm

metal thickness
tN

mm

per bracket based on the construction width for RIB-ROOF Speed 500

FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

intermediate support
0.63
0.75

1.46
1.77

2.92
3.54

3.65
4.43

4.38
5.31

end support 1)

0.63
0.75

0.728
0.887

1.46
1.77

1.82
2.22

2.18
2.66

γM = 1.33
If the profiled clip borders are fastened at a distance of more than 3 hole spacing apart from the placed holes of the holding bracket 
(refer to clip border flat), greater deformations and plasticization can arise. If this will result in constructional problems, the retention 
force in used condition has to be limited to the following values for each holding bracket: 
FB,k = 1,1 kN    FB,k (500 mm) = 2,2 kN    FB,k (400 mm) = 2,75 kN/m    FB,k (333 mm) = 3,3 kN/m

Characteristic holding forces between the profiled sheets and standard clip out of 
stainless steel tN = 1.20 mm, Rp0.2 = 290 N/mm²

metal thickness
tN

mm

per bracket based on the construction width for RIB-ROOF Speed 500
FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

0,63
0,75

1,06
1,31

2,12
2,62

2,65
3,28

3,18
3,94

end support 1)

metal thickness
tN

mm

FA,k
kN

construction width = 
500 mm

FA,k
kN/m

construction 
width = 400 mm

FA,k
kN/m

construction 
width = 333 mm

FA,k
kN/m

0,63
0,75

0,529
0,656

1,06
1,31

1,32
1,64

1,59
1,97

γM = 1,33

1) profile overlap ü ≥ 6 cm in excess of the end of the attachment clamp
The indicated retention forces are valid for RIB-ROOF Speed 500 profiled sheets out of steel
S350GD and S320GD
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Characteristic holding forces between the profiled sheets and directional clip 200 and turned 
directional clip

intermediate support

metal thickness
tN

mm

per bracket based on the construction width for RIB-ROOF Speed 500

FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

0.63
0.75

2,30
2,30

4,60
4,60

5,75
5,75

6,91
6,91

end support 1)

metal thickness
tN

mm

FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

0,63
0,75

1,15
1,15

2,30
2,30

2,88
2,88

3,45
3,45

γM = 1.33

1) profile overlap ü ≥ 6 cm in excess of the end of the attachment clamp
The indicated retention forces are valid for RIB-ROOF Speed 500 profiled sheets out of steel
S350GD and S320GD

RIB-ROOF Speed 500 sliding standing seam profile out of steel
Enclosure 5.2

characteristic values of retention forces between profiled sheets and  
directional clip 200, turned directional clip, partial safety factor γM



Characteristic values of the holding force between profiled sheet and directional 
profiles as well as turned directional profiles 

For directional profile and turned directional profile one may assume the load-bearing 
capacity of a directional clip 200 or turned directional clip 200 according to enclosure 5.1 or 
5.2 for every connecting point of a directional profile (or turned directional profile) with the 
substructure. The drawing shows the assignment of the resistivity as example for directional 
profiles and turned directional profiles with two connecting points (supports).

directional profile 

Partial safety factor: γM = 1.33 

RIB-ROOF Speed 500 sliding standing seam profile out of steel Enclosure 5.3

characteristic values of retention forces between profiled sheets and directional 
profiles, turned directional profiles, partial safety factor γM

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-473 | 30th March 2016
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Enclosure 6RIB-ROOF Speed 500 sliding standing seam profile out of steel

marginal span of walkability

Walkability after assembly

Entirely fixed profiled sheets are walkable up to the named span without load-distributing 
coverings.

metal 
thickness

tN
mm

RIB-ROOF Speed 500
construction width = 
500 mm

construction width = 
400 mm

construction width = 
333 mm

single-span 
girder

Lgr
m

multiple-
span girder

Lgr
m

single-span 
girder

Lgr
m

mutliple-
span girder

Lgr
m

single-span 
girder

Lgr
m

multiple-
span girder

Lgr
m

0,63
0,75

3,33
4,00

4,16
5,01

3,47
4,17

4,33
5,21

3,60
4,34

4,51
5,42

The indicated retention forces are valid for RIB-ROOF Speed 500 profiled sheets out of steel
S350GD and S320GD.
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German Institute for Building Techology 
INCORPORATED PUBLIC-LAW INSTITUTE

Construction Approvals Body for Construction 
Products and Construction Systems
Member of the European Organisation for Technical 
Approvals EOTA and the European Union of 
Agrément UEAtc

Date: 30th March 2016
phone. : +49 (0)30 78730-246 fax: +49 (0)30 78730320 
E-Mail: dibt@dibt.de
Trans. Ref. : I 31-1. 14. 1-2/15 

Authorisation number:	 Z-14.1-474

Applicant: 	 Zambelli RIB-ROOF GmbH & Co. KG, Hans-Sachs-Strasse 3 + 5, 94569 Stephansposching, 
	 Germany

Object: 	 RIB-ROOF Speed 500 sliding standing seam roofing, aluminium

Valid until: 	 1st April 2021

Object of approval:	 RIB-ROOF Speed 500 sliding standing seam roofing made of aluminium sheet

The above-mentioned object of authorisation has been approved by the general construction authorities. This 
General System Authorisation by the Construction Authorities includes eight pages and eight enclosures.
This general construction authorisation replaces the general construction authorisation no. Z-.14.1-474 of  
2nd April 2015. The general construction authorisation of the object was approved on 17th March 2005 for the 
first time.

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.



General System Authorisation by the Construction Authorities 	 Page 2 of 9 | 30th March 2016
No. Z-14.1-474

I. GENERAL REGULATIONS

1 	� Through the General System Authorisation by the Construction Authorities the utilisation and/or 
applicability of the object approved has been established in accordance with the Building regulations 
of the land.

2	� Provided that the requirements for manufacturing of building products and types are met regarding 
the expertise and experience of the entrusted individuals in the general construction approvals 
body according to § 17 paragraph 5 Model Building Regulations and according to state regulations, 
attention should be given to the fact that this expertise and experience can also be documented by 
comparable proof from other member states of the European Union. This is valid, where applicable, 
also for documentation given within the framework of agreements covering European Economic 
Area (EWR) or other bilateral agreements.

3	� The general building authorisation approval does not replace the legal requirements for approvals, 
consents and certificates, which are regulated by law for the execution of building projects. 

4 	� The General System Authorisation by the Construction Authorities is granted without impairing the 
rights of third parties, especially private property rights. 

5 	� Producers and distributors of the object approved are obliged to provide the user and applier of 
the approved object copies of the General System Authorisation by the Construction Authorities, 
independent of advanced regulations according to the “Special Regulations”, and to advise them 
that the General System Authorisation by the Construction Authorities has to be available at the 
application site. On request, the General System Authorisation by the Construction Authorities has to 
be made available to authorities involved. 

6 	� It is only allowed to copy the General System Authorisation in its entirety. The publication in extracts 
requires the approval of the German Institute for Construction Technology. Texts and drawings of 
advertising materials must not contradict the General System Authorisation. Translations of the 
General System Authorisation by the Construction Authorities have to include the following note 
“This translation from the German original is uncertified by the German Institute for Construction 
Technology”. 

7 	� The General System Authorisation by the Construction Authorities is subject to revocation. 
The regulations of the General System Authorisation by the Construction Authorities can be 
supplemented and altered subsequently, especially if new developments in technology require this. 

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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II. SPECIAL REGULATIONS
1	 Object of approval and area of application

The object of approval is a type of construction composed of several building products consisting of 
loadbearing, room-closing roof elements (profiled sheets) and associated fixing elements (standard 
clip, turned directional clip, directional profile, turned directional profile or clip border). The profiled 
sheets are manufactured from smooth or stucco-design aluminium coil, which are warped in a cold 
state by roll-bending to profiled sheets with a trough-shaped cross-section and parallel ribs in the 
support direction (see enclosure 1). The fixing elements are manufactured from corrosion-protected 
steel sheet or stainless steel. 
The profiled sheets are connected to each other to form a waterproof join by interlocking the 
sideway ribs of adjacent roof elements. The connection with the substructure is effected by fixing 
elements, which are clamped between the ribs with corresponding fastening elements, can not be 
seen from above and which are mounted on the substructure. The General System Authorisation by 
the Construction Authorities regulates the manufacture of the building products and the usage of the 
type of construction. 

2	 Regulations for the building products 

2.1	 Properties and composition 

2.1.1	 Dimensions
The dimensions of the profiled sheets and fixing elements have to correspond to the specifications in 
enclosures 1 and 2.
For the limiting dimensions of the nominal sheet thickness for the profiled sheets and the fixing 
elements out of steel sheet the tolerances according to DIN EN 10143:2006-09 (normal limiting 
dimensions) apply; however, for the lower dimensions only the limiting dimension (S) according to 
DIN EN 10143:2006-09 apply, table 2 with a maximum nominal sheet thickness of 5 %.
The limiting dimensions of the nominal sheet thickness for the fixing elements out of stainless steel 
are deposited at the German Institute for Building Technology. 

2.1.2	 Material 

2.1.2.1	 Profiled sheets
The following aluminium-alloys as material for the manufacture of the profiled sheets having the 
sheet thicknesses mentioned in the enclosures have to be used: 
-	 EN AW-3004 (Al Mn 1 Mg 1) according to DIN EN 573-3:2009-08 or
-	 EN AW-3005 (Al Mn 1 Mg 0,5) according to DIN EN 573-3:2009-08

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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The base material which has not yet been profiled must have at least the following mechanical 
material characteristics for all sheet thicknesses (values of strength and breaking elongation 
determined according to DIN EN 10002-1:2001-12): 

Rp0,2[N/mm²) Rm[N/mm²) A50 mm[%) 

EN AW-3004 (Al Mn Mg 1),
strength version A 220 250 4

EN AW-3004 (Al Mn Mg 1),
strength version B 190 215 3

EN AW-3005 (Al Mn Mg 0,5) 190 215 3

These standards must also be fulfilled by the finished component in its final state of application.
2.1.2.2	� Fixing elements (standard clip, turned standard clip, directional clip, turned directional clip, 

directional profile, turned directional profile or clip border)
A corrosion-protected steel sheet suitable for cold bending is to be used as material for the 
production of the fixing elements. 
The fixing elements out of corrosion-protected steel sheet must at least have the mechanical 
characteristics of steel of the type S 350 GD+AZ according to DIN EN 10346:2015-10. 
A steel sheet out of stainless steel with the material number 1.4301 according to DIN EN 10088-
4:2010-04 can be used for the production of standard clips and turned standard clips. The value of 
the elongation limit (0.2 % elongation limit) of the base material must be at least Rp0.2 = 290 N/mm². 

2.1.2.3	 Fastening elements 
The specifications in the General System Authorisations (e. g. Authorisation no. Z-14. 1-4) or the 
European Technical Autorisation or European Technical Evaluations apply. 

2.1.3	 Corrosion protection 

2.1.3.1	 Profiled sheets 
The regulations in DIN 18807-9:1998-06 apply. 

2.1.3.2	 Fixing elements
The regulations in DIN 55634:2010-04 apply for fixing elements out of steel sheet. Therefore, as 
corrosion protection at least a coating thickness of AZ150 according to DIN EN 10346:2015-10 has 
to be applied.
The specifications in the Technical Construction Regulations and the General System Authoisation 
Z-30.3-6.

2.1.3.3	 Fastening elements 
The regulations of the General System Authorisations (e. g. no. Z-14. 1-4) or the data in the 
corresponding European Technical Authorisations or European Technical Evaluations apply. 

2.1.4	 Fire protection 

2.1.4.1	 Fire behavior 
The products out of stucco-embossed or mill finish aluminium sheet, the fixing elements fulfill the 
fire behaviour requirements of class A1 according to the decisions 96/603/EG1, 2000/605/EG2 and 
2003/424/EG3 made by the European Commission.  
The products made of plastic-covered aluminium sheet fulfill the requirements of construction 
products of class A1 according to DIN EN 13501-1:2010-01.

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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2.1.4.2	 Fire behavior regarding external fires 
Profiled sheets made of stucco-embossed, mill-finish or plastic-covered aluminium sheet fulfill 
the performance criteria for resistant roofings for the characteristic “behaviour during an external 
fire” according to the decision 2000/553/EG4, made by the European Commission. During the 
implementation the regulations MTLB, enclosure 3.1/2 as well as DIN4102-4/A1:2004-11 must be 
remembered.  Deviating implementations need a separate verification of applicability. 

2.2	 Identification 

2.2.1	 Profiled sheets 
The packaging of the profiled sheets must be designated by the manufacturer with the conformity 
symbol (Ü-symbol) according to the conformity symbol ordinances of the Federal German States. 
Labelling may only take place when the pre-conditions of section 2.3 have been fulfilled. 
Each package of profiled sheets must also bear a sign containing information on the production 
facility, year of manufacture, type of profile designation, sheet thickness and material. 

2.2.2	� Fixation elements (standard clip, turned directional clip, directional profile, turned directional 
profile or clip border)
The packaging of the fixing elements must be designated by the manufacturer with the conformity 
symbol (Ü-symbol) according to the conformity symbol ordinances of the Federal German States. 
Labelling may only take place when the pre-conditions of section 2.3 have been fulfilled. 
Each package of fixing elements must also bear a sign containing information on the production 
company, year of manufacture, type of fixing elements and material. 

2.3	 Evidence of conformity 

2.3.1	 General
The confirmation of the conformity of the building products with the regulations of this General 
System Authorisation by the Construction Authorities has to be carried out for every production 
company with a conformity certificate on the basis of the company’s own factory production control 
and a regular external control including an initial inspection of the building products according to the 
following regulations. 
For the purpose of issuing the conformity certificate and the external control including the 
accompanying product tests, which have to be carried out, the producer of the building products has 
to employ an authorized certification office as well as an authorized regulatory agency. The producer 
has to make the declaration that a conformity symbol (Ü-symbol) with reference to the intended 
purpose. A copy of the conformity certificate issued by the certification office has to be given to the 
German Institute for Construction Technology. 

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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2.3.2	 In-house production control 
An in-house production control has to be set up and implemented in every production company. 
In-house production control means, that the continuous production control to be carried out by 
the producer, with which the producer is able to ensure that the building products he produces 
correspond with the regulations of this General System Authorisation by the Construction Authorities. 
The in-house production control should include at least the following measures: 
-	� Profiled Sheets:  

At the production company the geometry and dimensions (especially the sheet thicknesses) 
have to be proved by regular measurements.  
For each material delivery the material has to be proved as required in section 2.1. Evidence 
of the material characteristics of the base material has to be supplied with an inspection 
certificate “3.1” according to DIN EN 10204:2005-01 The conformity of the specifications in 
the inspection certificate “3.1” with the specifications in section 2.1 has to be proved.  
For each coil, a bending test according to DIN EN ISO 7438:2005-10 has to be carried out to 
prove the adequate deformability of the base material and the profiled sheets. These tests are 
not to show any signs of cracking. 

-	� Fixing elements:  
At the production company the geometry and dimensions (especially the sheet thicknesses) 
have to be proved with regular measurements.  
For each material delivery the material characteristics and the corrosion protection of the base 
material have to be proved as required in section 2.1. Evidence of the material characteristics 
of the base material has to be supplied with an inspection certificate “3.1” according to DIN 
EN 10204:2005-01. The conformity of the specifications in the inspection certificate “3.1” with 
the specifications in section 2.1 has to be proved.

The results of the house production control have to be recorded and evaluated. The records must at 
least contain the following information: 
-	� Description of the building product or the base material as well as the components
-	� Type of control or test
-	� Date of production and the test of the building product or the base material as well as the 

components
-	� Result of the controls and tests and comparison with the requirements
-	� Signature of the person responsible for in-house production control

The records have to be kept for at least five years and presented to the regulatory agency 
responsible for the external control. On request, they have to be presented to the German Institute 
for Construction Technology and the responsible superior Building Authority. 
Should testing results prove inadequate, the producer has immediately to take the necessary 
measures to eliminate the defect. Building products which do not conform to the requirements are to 
be handled that way, that they can not be mixed up with products, which conform. After elimination 
of the defect, the corresponding test has to be repeated immediately - if it is technically possible and 
necessary for evidence of the elimination of the defect. 

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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2.3.3	 External control 
In every production company the in-house production control has to be proved by an external control 
on a regular basis, but at least twice a year. As part of the external control an initial check of the 
building products (profiled sheets and fixing elements) has to be carried out and the following test 
have to be carried out in random checks:
-	� Profiled Sheets:  

Random checks of the thicknesses, the profile geometry and the material characteristics have 
to be made. The external control has to prove that the requirements of section 2.1 are fulfilled.

-	� Fixing elements:  
The instructions for the profiled sheets apply in the general sense.

The sampling and testing have to be carried out through the specified office. The results of the 
certification and the external control have to be kept for at least five years. On request, the have 
to be presented to the German Institute for Building Technology and to the responsible superior 
Building Authority through the certification office or the regulatory agency.

3 	 Regulations for design and calculation

3.1	 General
Serviceability and load-bearing safety have to be proofed by means of a static calculation in every 
single case of use. The Technical Construction Regulations are valid, unless nothing has been 
agreed upon. 

3.2	 Loading assumptions (impacts) 

3.2.1	 Permanent weight of the profiled sheets 
See enclosure 4.1 until 4.6 for the permanent weight of the profiled sheets. 

3.2.2 	 Single load 
The proof of the load bearing capacity for the profiled sheets under a single load of 1.0 kN according 
to DIN EN 1991-1-1:2010-12 in connection with DIN EN 1991-1-1/NA:2010-12 table 6.10DE is 
considered to be established with the compliance of these regulations under this authorisation (see 
also section 5). 

3.2.3	 Waterskin 
The regulations according to DIN 18807-3:1987-06, section 3.1.3 apply correspondingly. 

3.3	 Static systems 
The profiled sheets can be laid over one field or continuously over several fields. 
Evidence of a calculated span of at least 1.0 m must be provided for continuous beams with span of 
less than 1.0 m. 

3.4	 Proof of load bearing capabilities acting perpendicularly to the laying surface 

3.4.1	 Calculation of loads section 
All loads must in principle be calculated according to the theory of elasticity. The proof of 
serviceability could be conducted with the same combination coefficients as for the proof of load-
bearing safety and γM = 1.0.

Please note:
“This translation from the German original is uncertified by the German Institute for Construction Technology”. 
Liability for translation errors is excluded.
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3.4.2	 Calculation of the load-bearing capacities from the characteristic values of resistivity
DIN EN 1999-1-4:2010-05 in connection with DIN EN 1999-1-4/NA:2010-12 and the specifications 
in the enclosures 4.1 – 4.3 and 5.3 apply. Deviating of DIN EN 1999-1-4:2010-05, equation (6.22) 
applys at interaction conditions enclosure 4.1 to 4.3 quoted equation.
For profiled sheets with construction widths between the construction widths specified in the 
enclosures the characteristic values of resistivities may be detected with linear interpolation. 
The characteristic values of resisting forces between the profiled sheets and the standard clips, 
turned standard clips and the clip borders are to be taken form enclosure 5.1 and between profiled 
sheets and the directional clips as well as turned directional clips are to be taken form enclosure 
5.2. When using directional profiles (or turned directional profiles) a directional clip 200 (or turned 
directional clip 200) has to be assumed virtually as support at every connection point of a directional 
profile (or turned directional profile) with the substructure. In this context, it is not allowed to assume 
an additional virtual support within the length of a directional clip 200 (or turned directional clip) 
when having a virtually assumed support. The second and the second last entirely formed hole 
at the beginning or end of a directional profile (or turned directional profile) could only be used 
as connecting point. The sum of the single length of the virtually assumed directional clips 200 
(or turned directional clips 200) should not exceed the length of the directional profile (or turned 
directional profile). The supporting forces have to be calculated for this static system (see also 
enclosure 5.3) Those should be compared with the resisting forces of the directional clip 200 (or 
turned directional clip 200) and are based on the evidence of the connection of the fixing elements to 
the substructure. If directional profiles (or turned directional profiles) are performed over mor than 2 
substructure strings, there has to be considered a corresponding adjustment of the supporting force 
according to the inside supporting force of a continuous beam.
The characteristic values for the maximal bearing loads of the connections to the fixing elements 
with the substructure may be taken from the relevant General Construction Authorisations (e.g. 
Authorisation no. Z-14.1-4), European Technical Authorisations or European Technical Evaluations 
and Standards (e.g. DIN EN 14592:2012-07 in connection with DIN 20000-6:2015-02). To determine
the strength out of the characteristic values, the part-safety coefficient γM = 1,33 has to be used. At 
connections with wooden constructions the modification factor kmod has to be considered according 
to DIN EN 1995-1-1:2010-12 in connection with the National annex.

3.5	 Calculation of changes in shape 
See enclosures 4.1 – 4.3 for the characteristic value for the bending torque of inertia. 

3.6	 Roof shear 
A continuation of shear and normal forces acting at the roof level due to a roof slope by the profiled 
sheets may not be taken into consideration for the purposes of calculation without special design 
requirements – e. g. forming of fixed points (see also section 4.1). The forces from fixed points are to 
be further pursued in the substructure. 

3.7	 Sheet action 
The sheet action of the profiled sheets for the purposes of stiffening the overall building or to 
stabilise the substructure against lateral torsional buckling must not be taken into consideration for 
calculation purposes. 

Please note:
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Liability for translation errors is excluded.
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4	 Provisions for implementation 

4.1	 Profiled sheets 
The profiled sheets have to be connected to the substructure by fixing elements at every rib. Fixed 
points are to be provided to fix the profiled sheets in the case of heat movements and to transfer the 
roof shear in the case of inclined roofs (see enclosure 3). Transverse joints are only permissible if a 
correct water drain is still possible even under full load. Transverse joints have to be effected directly 
over a support if the joint is carried out at an fixed point. 
Otherwise the profiled sheets have to be jointed slightly above a support. In the case of roof inclines 
of up to 17° (30%) the opposite overlap of the profiled sheets has to be at least 20 cm and at least 
15 cm in the case of bigger roof inclines. 
If the profiled sheets are used as a water-bearing outer shell of roofs, the following minimum roof 
inclines are to be adhered to: 
Minimum roof incline of 1. 5° (2. 6%) for roofs without transverse joints. The required minimum roof 
inclination increases to 2. 9° (5%) for roofs with transverse joints and/or roof penetrations (e. g. 
dome lights). 
The increase in the minimum roof incline required in the case of roof penetrations – e. g. for dome 
lights – is not necessary, if the following preconditions are met at the same time: 
1. Completely welded roof bearing frames are used. 
2. The roof bearing frames out of aluminium are welded to the roof upper shell of the profiled sheets 
in a way that an absolute thickness is achieved. 
The requirement of a minimum roof incline does not apply (locally limited) for the ridge area, if the 
roof elements in areas with roof inclines ≤ 2. 9° (5%) are arranged un-jointed running continuously 
over the ridge. 
The sheets formed by the profiled sheets have to run in direction of the roof incline. 

4. 2	 Fixing elements
To connect the profiled sheets to the substructure, fixing elements as per enclosure 2.1 to 2.4 are to 
be used, where the upper end of each is to be seized to the profiled sheets. The fixing elements are 
to be fixed directly to the substructure out of steel or wood (see also enclosure 3). 
The fixing elements are fixed to the substructure by suitable fastening elements according to 
the General Construction Authorisations (e.g. Authorisation no. Z-14.1-4), European Technical 
Authorisations or European Technical Approvals and Standards (e. g. DIN EN 14592:2012-07 in 
connection with DIN 20000-6:2015-02). 
To connect of the profiled sheets to concrete substructures, sufficiently anchored, continuous steel 
components (e. g. HTU tracks or 8 mm thick flat steel) or wooden laths (minimum thickness 40 mm) 
with a width of at least 60 mm are to be interposed. 

4. 3	 Support thickness 
The stringer width must not be lower than 50 mm for end and intermediate supports. To guarantee 
the load bearing capacity at the end supports an overlap of profiled sheets of at least 60 mm is 
required. 

Please note:
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Liability for translation errors is excluded.
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4. 4	 Verge 
The free edges in the clamping direction of the profiled sheets are to be braced by suitable edge 
stiffening (verge profiles). 

4. 5	 Installation of profiled sheets
The profiled sheets must only be installed by qualified people of the production company or by 
authorized companies with the corresponding instruction from the producer. The producer or installer 
of the profiled sheets has to hand out executions instructions for the installation of the elements to 
the assemblers. 
Profiled sheets with damages including plastic deformations must not to be installed. When using 
profiled sheets with different metal thicknesses on one roof, they have to be marked according to the 
thicknesses in order to prevent confusions. 
The individual elements have to be combined immediately after the installation by attaching the edge 
ribs. Here, it is important to attend to a proper connection with the fixing elements. If the installation 
of the profiled sheets is interrupted, the last fixed profiled sheet has to be secured against lifting. 
An additional protection against lifting is moreover necessary, if the construction is exposed to bigger 
stresses due to wind loads during construction than after completion of the project. 
During installation it is not allowed to walk on the profiled sheets without load-distributing measures 
(see section 5). After completion, the roof is to be cleared of objects. The conformity of the style of 
construction with the regulations in this General System Authorisation by the Construction Authorities 
has to be certified by the executing company. 

5. 	 Regulations for use, maintenance and service 
After completion of the roof, it is permissible to walk on the profiled sheets for cleaning and 
maintenance work without load-distribution measures up to spans as per enclosure 6. 
Load-distributing measures, (e. g. wooden planks of sorting class S10 according to DIN 4074-
1:2003-06 or the strength class C24 according to DIN EN 14081-1:2011-05 in connection with DIN 
20000-5:2012-03 with a cross section of 4 x 24 cm and a length of > 3.0 m) have to be used, if the 
spans exceeds the above mentioned maximum values. The planks may be laid in the direction of 
stress of the profiled sheets or transverse to the direction of stress on the ribs. 

Andreas Schult
Division Manager

(German version certified by the German Institute for Building Technology) 
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Enclosure 1RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

cross section geometry of the profiled sheets

RIB-ROOF Speed 500
construction width = 500 mm

RIB-ROOF Speed 500
construction width = 400 mm

RIB-ROOF Speed 500
construction width = 333 mm



RIB-ROOF Speed 500 sliding standing seam profile out of aluminium Enclosure 2.1

fixing clip (standard clip) type RIB-ROOF Speed 500

out of steel sheet tN = 1.30 mm

or out of stainless steel tN = 1.20 mm

standard clip

turned standard clip

form and dimensions of the fixation clips: standard clip and 
turned standard clip

General System Authorisation by the Construction Authorities 
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Enclosure 2.2RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

flat clip border and perforated clip border 

Cross section geometry 
flat clip border

Cross section geometry 
perforated clip border

RIB-ROOF Speed 500 flat clip border

RIB-ROOF Speed 500 perforated clip border
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Enclosure 2.3RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

directional clip 200
turned directional clip 200

directional clip 200

turned directional clip 200
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Enclosure 2.4

directional profile 750
directional profile 1500
directional profile 2600

RIB-ROOF Speed 500 sliding standing seam profile out of aluminium
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Enclosure 2.5RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

turned directional profile 750
turned directional profile 1500
turned directional profile 2600
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Enclosure 3RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

designs of fixed points
(as example for wooden substructure)

fixed point clip

standard clip 
(optionally turned)
directional clip 
(optionally turned)
directional profile
(optionally turned)

fixed point

directional clip
transverse lathing
fixed point clip, 
                 according to static calculation

cup blind rivet 4.8 x 12.5 mm
(capsule: aluminium,  
spike: stainless steel A2)
for side riveting of fixed 
points with flat round head 
9.5 mm 
Attention: drilling chips on 
profiled sheets have to be 
removed
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RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

construction width = 500 mm
cross section values, characteristic values of the resistivity and 
part-security coefficients γM

Enclosure 4.1

RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for superimposed load
metal

thickness
permanent

load
torque 

of inertia
torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

0,0252
0,0288
0,0324
0,0360

24,8
32,4
33,4
34,5

0,822
1,07
1,42
1,76

1,88
2,46
3,15
3,83

0,930
1,22
1,47
1,72

9,55
12,5
17,8
23,2

0,670
0,875
1,10
1,33

3,77
4,92
6,29
7,67

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 500 mm

characteristic values for lifting load

metal
thickness

torque 
of field

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

0,754
0,985
1,21
1,43

1,35
1,76
1,88
1,99

-
-
-
-

-
-
-
-

0,677
0,885
0,941
0,997

2,70
3,53
3,75
3,97

γM = 1,1



RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

0,0268
0,0306
0,0344
0,0383

33,9
44,3
46,5
48,6

1,10
1,44
1,80
2,16

2,35
3,07
3,93
4,79

1,16
1,52
1,83
2,15

11,9
15,6
22,3
29,0

0,837
1,09
1,38
1,66

4,71
6,15
7,87
9,59

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 400 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

0,973
1,27
1,54
1,80

1,69
2,21
2,34
2,48

-
-
-
-

-
-
-
-

0,847
1,11
1,18
1,25

3,38
4,41
4,69
4,97

γM = 1,1

Enclosure 4.2RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

construction width = 400 mm
cross section values, characteristic values of the resistivity and  
part-security coefficients γM
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RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

construction width = 333 mm
cross section values, characteristic values of the resistivity and 
part-security coefficients γM

Enclosure 4.3

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-474 | 30th March 2016

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for superimposed load

metal
thickness

permanent
load

torque 
of inertia

torque 
of field

end-
support 

strengths

cut sizes at intermediate supports
MEd/(M

0
RK,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

g
kN/m²

Ief
cm4/m

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

0,0284
0,0324
0,0365
0,0405

43,1
56,3
59,6
62,8

1,38
1,80
2,18
2,56

2,83
3,69
4,72
5,76

1,40
1,82
2,20
2,58

14,3
18,7
26,8
34,8

1,01
1,31
1,65
1,99

5,65
7,38
9,45
11,5

γM = 1,0 γM = 1,1

RIB-ROOF Speed 500
construction width = 333 mm

characteristic values for lifting load

metal
thickness

field
moment

end
support

strengths

cut sizes at intermediate supports
MEd/(M

0
Rk,B /γM) + FEd/(R

0
Rk, B/γM) ≤ 1

tN
mm

Mc,Rk,F
kNm/m

Rw,Rk,A
kN/m

M0
Rk,B

kNm/m
R0

Rk,B
kN/m

Mc,Rk,B
kNm/m

Rw,Rk,B
kN/m

0,7
0,8
0,9
1,0

1,19
1,56
1,87
2,17

2,03
2,65
2,82
2,98

1,02
-
-
-

4,06
-
-
-

1,02
1,33
1,41
1,50

4,06
5,30
5,63
5,97

γM = 1,1



General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-474 | 30th March 2016

Enclosure 5.1RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

characteristic values of the holding forces between the profiled sheets and the 
standard clip, turned standard clip, flat and profiled clip border and part-security 
coefficients γM

Characteristic holding forces between the profiled sheets and standard clip, turned clip, 
flat clip border and perforated clip border out of steel sheet tN = 1.30 mm

metal thickness
t

mm

per bracket based on the construction width for RIB-ROOF Speed 500
FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

intermediate support
0,7
0,8
0,9
1,0

1,15
1,51
1,72
1,88

2,31
3,02
3,43
3,77

2,89
3,77
4,29
4,71

3,47
4,54
5,16
5,65

end support 1)

0,7
0,8
0,9
1,0

0,577
0,754
0,859
0,941

1,15
1,51
1,72
1,88

1,44
1,88
2,15
2,35

1,73
2,26
2,58
2,83

γM = 1,33
If the profiled clip borders are fastened at a distance of more than 3 hole spacing apart from the placed holes of the holding bracket 
(refer to clip border flat), greater deformations and plasticization can arise. If this will result in constructional problems, the retention 
force in used condition has to be limited to the following values for each holding bracket: 
FB,k = 1,1 kN    FB,k (500 mm) = 2,2 kN    FB,k (400 mm) = 2,75 kN/m    FB,k (333 mm) = 3,3 kN/m

Characteristic holding forces between the profiled sheets and standard clip out of 
stainless steel tN = 1.20 mm, Rp0.2 = 290 N/mm²

metal thickness
t

mm

per bracket based on the construction width for RIB-ROOF Speed 500
FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

intermediate support
0,7
0,8
0,9
1,0

0,83
1,08
1,15
1,22

1,66
2,16
2,30
2,43

2,07
2,70
2,87
3,04

2,49
3,25
3,45
3,65

end support 1)

0,7
0,8
0,9
1,0

0,414
0,540
0,574
0,608

0,83
1,08
1,15
1,22

1,03
1,35
1,44
1,52

1,24
1,62
1,72
1,82

γM = 1,33

1) profile overlap ü ≥ 6 cm in excess of the end of the attachment clamp



Enclosure 5.2

Characteristic holding forces between the profiled sheets and directional clip 200 and turned 
directional clip

intermediate support

metal thickness
tN

mm

per bracket based on the construction width for RIB-ROOF Speed 500

FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

0.7
0.8
0.9
1.0

1.41
1.84
2.26
2.61

2.82
3.68
4.51
5.21

3.52
4.60
5.64
6.52

4.23
5.53
6.77
7.83

end support 1)

metal thickness
tN

mm

FB,k
kN

construction width = 
500 mm

FB,k
kN/m

construction 
width = 400 mm

FB,k
kN/m

construction 
width = 333 mm

FB,k
kN/m

0.7
0.8
0.9
1.0

0.70
0.92
1.13
1.30

1.41
1.84
2.26
2.61

1.76
2.30
2.82
3.26

2.12
2.76
3.39
3.91

γM = 1.33

1) profile overlap ü ≥ 6 cm in excess of the end of the attachment clamp

RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-474 | 30th March 2016

Characteristic values of retention forces between profiled sheets and fixing elements, 
partial safety factor γM directional clip 200, turned directional clip



Walkability after assembly

Entirely fixed profile sheets are walkable up to the named span without load-distributing 
coatings.

metal 
thickness

t
mm

RIB-ROOF Speed 500
construction width = 
500 mm

construction width = 
400 mm

construction width = 
333 mm

single-span 
girder

Lgr
m

multiple-
span girder

Lgr
m

single-span 
girder

Lgr
m

mutliple-
span girder

Lgr
m

single-span 
girder

Lgr
m

multiple-
span girder

Lgr
m

0,7
0,8
0,9
1,0

2,45
3,20
3,20
3,20

3,06
4,00
4,00
4,00

2,34
3,05
3,05
3,05

2,92
3,81
3,81
3,81

2,22
2,90
2,90
2,90

2,78
3,63
3,63
3,63

Enclosure 6RIB-ROOF Speed 500 sliding standing seam profile out of aluminium

marginal span of walkability

General System Authorisation by the Construction Authorities 
(Translation) No. Z-14.1-474 | 30th March 2016
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