
 

 

At least 1.5 m distance between the leading edge 

of the anchor point and every roof edge has to be 
respected in consideration of statics / load appli-

cation. 
 

Minimum material thickness: 

 

-  Steel:          0.63 mm                
-  Aluminium:  0.70 mm 
 

Installation of the anchor point: 

1. Assemble the anchor point LUX-top® GBD - RR 465 according to figure A.  
Only tighten the screws by hand. The grooves which can be found in 
the clamping-rails must be orientated downwards! 

 

2. Position the completely assembled anchor point  onto the 
outer ribs of the Zambelli roof-profile from above (do not use 
the middle rib!). Then let the clamping-rails lock in place onto 
the roof-profile by giving them pressure or a light blow from 
above (figure C). 
Make sure that they are installed with positive locking / form 
closed onto the profiling of the roof panels (figure B).  

3. Make sure that the clamping-rails sit correctly. Then tighten all         
lateral nuts (M10) to a torque of 50 Nm!!  
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       Installation Instructions 

LUX-top®         GBD-RR 465 

Suitable for use on                          RIB-ROOF 465 roof-system 
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M10 x 50 

M10 x 45 

Preliminary remark 
 

The carrying capacity of the substructure needs to be checked before installing the anchor device. The technical building regulations need to be complied with.                                                                                              
The anchor device may only be installed on substructures which have been assembled in compliance with the manufacturer‘s specifications. If the safety system is installed retroactively, the 

roof construction needs to be subjected to a thorough structural and/or static review. The device may not be subjected to modifications and only original parts of the system may be used. 

4. Install / align the anchor eye onto the base body using the hexagon bolt (M16), the safety 
washer and the cap nut. After correct alignement tighten the bolt using the provided special ring 
wrench until the safety washer lies flat underneath the nut. 
AT THE GABLEBOARD PLEASE ALWAYS POSITION THE ANCHOR EYEBOLT TOWARDS THE 
FALLING EDGE. THE SECOND BASE BODY SHOULD ALWAYS BE LOCATED TO THE INSIDE OF 
THE ROOF. 
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User instructions 

anchor device 

 

Zambelli GBD-RR 465 
suitable for Zambelli RIB ROOF 465 roof system 

 

 

 
 

 

 
 
 

Stainless steel anchor point for attaching personal fall protection 

equipment (PFPE) for up to 3 persons and for use in rope systems 
to EN 795:2012 Type C  

 
Tested and certified to EN 795:2012-10 Type A + 

CEN/TS16415:2013 by DEKRA EXAM GmbH certification body 
 

Zambelli GBD anchor points are always dynamically and statically tested on the 
given fixing substrates too!  

 
These user instructions are supplied with each Zambelli GBD anchor device.  

They must be read through carefully before use and must be kept accessible at all times, where 

possible near the equipment. 
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Introduction 

 

Before installing the anchor device the load-bearing capacity of the 

roof/substructure must be checked. In case of doubt seek the advice of a 

structural engineer! The technical building regulations must be complied with. 

Do not make any changes to the anchor device and only use original parts of the 

anchor system. 

 

 

 SAFETY INSTRUCTIONS:  
 

• If using the anchor device as part of a fall arrest system, for safety reasons, before 

each use it is essential to ensure the necessary clear space below the user at the 

workplace, so that in case of a fall it is not possible for them to hit the ground or any 

other obstruction! 
 

• In the event of a fall of a person secured on the Zambelli GBD anchor device the 

resulting deformation of the anchor device (up to 20 cm) must be taken into account 

in the arrest distance.  
 

 The minimum clear space required below the system user is calculated from: 
 

 Deformation of the anchor device 

+ fully open length of the energy absorber according to its instructions for use  

+ elongation of the connection rope or cable due to extension 

+ displacement of the full body harness on the body 

+ height of the user 

+ safety clearance of 1.0 m 
 

• If there is insufficient clear space below the user, the anchor device may only 

be used with a restraint system and must be labelled accordingly. To this end, 

also note and follow the instructions for use for the other personal fall protection 

equipment (PFPE).  
 

• In case of horizontal use, only use lanyards, which are suitable for this type of use and 

which are tested for the applicable loading and stressing due to the corresponding 

edge design. 
 

• The anchor device may only be installed and used by trained persons, who are familiar 

with these user instructions and with handling PPE against falls from a height and are 

physically and mentally suitable for the task. Health restrictions (e.g. cardiovascular 

problems, medication) can endanger the safety of the system user when working at 

heights. 
 

• Use of the system for purposes other than those for which it is intended, e.g. by 

hanging undefined loads, is not allowed. 
 

• The anchor device may only be used for attaching the PFPE (personal fall protection 

equipment) to EN 363, consisting, for example of a full body harness (EN 361), 

lanyard (EN 354) and energy absorber (EN 355). Alternatively, use a restraint system 

to EN 358! 
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• If the anchor device is used as part of a fall arrest system the user must be equipped 

with an energy absorber, which limits the maximum dynamic forces that act on the 

user during an arrest to 6 kN maximum.  
 

• By combining individual elements of the named equipment, hazards can occur as the 

safe function of one of the elements can be impaired. Therefore, always ensure that 

the equipment parts put together to form a system are compatible with each other. 
 

• The components of the personal protective equipment against falls from a height must 

be checked to ensure that they are in proper condition and that they comply with 

these user instructions. 
 

• The attachment to the Zambelli GBD is made by means of a connector (spring 

hook/carabiner)) of the PFPE, according to its instructions for use. 
 

• The user must visually inspect the anchor device before each use to ensure its proper 

functional and maintained condition. 
 

• The relevant national regulations and the health & safety regulations (in Germany the 

accident prevention regulations of the trade associations responsible for industrial 

safety) and any other relevant regulations must be complied with when using the 

Zambelli GBD system. For Germany these include, among other things: 
 

� TRBS 2121 "Technische Regeln für Betriebssicherheit - Gefährdung von Personen durch Absturz" / 

Technical rules for health & safety at work - risk to people due to falling  

� DIN 4426   "Sicherheitstechnische Anforderungen an Arbeitsplätze + Verkehrswege" / 

Safety requirements for workplaces and transport routes 

� DIN 363    "Persönliche Absturzschutzausrüstung – Persönliche Absturzschutzsysteme" 

/ Personal fall protection equipment - personal fall protection systems 

� BGV C22   "Bauarbeiten" / Construction work 

� BGR 198   "Einsatz von persönlicher Schutzausrüstung gegen Absturz" / Use of 

personal protective equipment against falls from a height 

� BGR 203   "Dacharbeiten" / Roof work 

� DGUV-I 201-056 „Planungsgrundlagen von Anschlageinrichtungen auf 

Dächern“/Planning principles for anchor devices on roofs 
 

• Ensure safe, stable position during use! 
 

• A plan must exist, which takes into account the rescue measures for all possible 

emergency incidents that can occur. 
 

• Should any doubt arise regarding safe condition (e.g. severe corrosion, lightning 

strikes) or following a fall, the system must be withdrawn from further use and 

it must be inspected by a competent person. 
 

• After a fall the stability of the surface/substrate to which the equipment is attached 

must be checked before re-installing a new anchor device. 
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• The lanyard must always be set as short as possible, even when fall arrest systems 

are used, in order to reduce any free-fall height in case of a fall to a minimum. It is 

essential for safety that the position of the anchor device and the plan of work are 

chosen so that the free fall and the fall height are limited to a minimum.          

Ideally, a fall over the edge should be completely prevented by appropriate 

use of the PPE against falls from a height. 

 

• Position the anchor device on the building so that in case of a fall over the roof edge, 

the maximum possible fall factor is 1. 
 

• Please note that failing to follow these user instructions, and if the documentation is 

incomplete, all claims for compensation are excluded. 
 

• The manufacturer must be contacted in case of any uncertainty during installation or 

use of the system! 
 

• A standard operating procedure with information on the location and use of the anchor 

devices should be attached at the access to the safety system (e.g. roof hatch). 

 

Installation spacings: 

 

Distance from the edge:  

In accordance with the national regulations and depending on the building geometry; 

however, always maintain at least 1.5 m distance from the edge for structural reasons 

(see sketch)! 

In case of doubt contact the manufacturer! 

 

Dachrand = roof edge 
 

Installation instructions:  

• The Zambelli GBD may only be installed using the clamping jaws and fixings supplied 

with it and according to the installation instructions!  

 

• The industrially prefabricated profiles must be machined according to the respective 

manufacturer's specifications. Their installation guidelines are prerequisite and binding 

for installation of the Zambelli GBD fall protection devices.  
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• The anchor point must be installed on a substrate with sufficient load bearing capacity 

in accordance with the manufacturer's specifications. Always ensure compliance with 

the minimum material thicknesses specified in the installation instructions! 
 

• The roof construction must be checked on site to ensure it can absorb the transferred 

forces! 
 

• The installers must ensure that the surface is suitable for fixing the anchor device. 
 

• All connections of the anchor device must be properly and conscientiously installed 

and checked according to the manufacturer's specifications, which must be confirmed 

by the responsible fitter on the inspection log card attached to these user instructions. 
 

• The inspection log card must be fully completed following installation and handed over 

to the building owner or kept in a protected place together with the parts of the 

equipment not permanently installed! 
 

• We recommend that you also additionally document proper installation by taking 

photos and with other important installation data. We recommend that you use our 

documentation app for this: download it from www.quick-doku.eu.  
 

• The installation documents verify to the user that the installation has been carried out 

properly and provide the basis for subsequent inspections of the anchor device.  
 

• You must comply with the relevant national regulations and the accident prevention 

regulations during installation of the anchor device. 
 

• The installers must take measures so that neither components of the anchor device 

nor tools can fall from the work area. 
 

• In case of sloped surfaces and roofs, snow guards must be installed to prevent loading of 

the Zambelli GBD system with snow loads! 

 

Combination with other products:  

 

• The Zambelli GBD product can be used as an extremity (start or end) or corner point 

and as an intermediate point (optionally also with traversable rope guide (anchor line)) 

in FSE 2003 stainless steel systems to EN 795 type C. In this case, also note and follow 

the instructions for use of the FSE 2003 system! 

 

• The Zambelli GBD - Zwischenpunkt product can be used for use as an intermediate 

point in permanently installed FSE 2003 stainless steel cable systems to EN 795 type 

C, which run parallel with the eaves.  

 

• The Zambelli GBD product can be used with temporary horizontal anchor devices / 

temporary horizontal flexible anchor lines to EN 795 type C. To this end, note and 

follow the instructions for use of the respective temporary system!  

 

• The Zambelli GBD - Zwischenpunkt may NOT be used as a single anchor point 

or if using temporary horizontal anchor devices! 
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Use / system description:  

 

The Zambelli GBD system is an anchor point to EN 795:2012 Type A + 

CEN/TS16415:2013, which is used to attach the personal fall protection equipment when 

working in areas in which there is a risk of falling. 

 

The anchor point is intended for horizontal loading in all directions (parallel with the roof). 

Loading perpendicular to the roof is not allowed! 

 

 

 
 

The Zambelli GBD anchor device is approved for simultaneous use by 3 people with full 

body harnesses and energy absorbers (including 1 person for first aid/rescue). 

An anchor point already deformed by a fall can still be used for the rescue of a person 

who has fallen from a height. 

 

The Zambelli GBD can be used in the following fall protection systems to EN 363:2008: 

 

• Restraint systems 

• Fall arrest systems 

• Rescue systems 

 

The respective user instructions of the other PFPE and abseiling (descent) and 

rescue equipment used must also be noted and followed! 

 

The Zambelli GBD is not suitable for use as an anchor point for suspension systems for 

rope-assisted access techniques (abseiling work, etc.)! 

 

The Zambelli GBD anchor device consists of the following components: 

 

• 1 Zambelli GBD anchor point complete with anchor eye, clamping jaws and fixings. 

 

• User instructions 

 

• Installation Instructions 

 

Materials: - Stainless steel W1.4301 / AISI 304 (main device body) 

               - Aluminium (clamping jaws) 
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Maintenance, care and testing: 

 

The Zambelli GBD anchor device must be tested as and when necessary, however, at 

least once every 12 months, by a competent person precisely following the manufacturer's 

instructions. 

This inspection is essential, as the safety of the user depends on the effectiveness and 

durability of the anchor device. 
 

The test is to be arranged by the owner. 
 

An inspection log card is included in the appendix to these user instructions, on 

which the inspection by the competent person must be documented. 

 

The date of the next scheduled inspection must always be entered on the inspection log 

card 

 

Prevent contact between the stainless steel anchor device and "black" steel (including in 

the form of grinding dust), as well as chemicals and other aggressive substances! 
 

Cleaning the equipment 

The Zambelli GBD anchor device is weather resistant. 

Depending on the conditions of use the anchor device must be cleaned occasionally; 

this is done using a brush, hot water and washing up liquid. 

Always avoid contact with acids, bitumen, cement, chloride, paint or aggressive cleaning 

liquids. 

Never use aggressive cleaning products or chemicals! 
 

 
 

Miscellaneous: 
 

Changes or additions to the anchor device may only be made with the prior written 

consent of the manufacturer. Equally, all repairs may only be carried out in agreement 

with the manufacturer. If sold on to another country, to ensure the safety of the user the 

instructions for use, maintenance, the regular checks and repairs must be available in the 

language of the other country. 

 
 
 

 
 
 
 



 

Zambelli RIB-ROOF GmbH & Co, KG – 94569 Stephansposching – www.zambelli.de                                      
Page 8  Version 02/2013 

Zambelli GBD  
 

 

 
 

STANDARDS  
 
The Zambelli GBD has been tested and certified to EN 795:2012 Type A + 

CEN/TS16415:2013.  
 

 
SYMBOLS AND MARKINGS  

 

A label must be attached and must contain the following information: 

  

 

· Type designation:               Zambelli GBD-RR 465  

  

· Numbers of the relevant standard: EN 795:2012 Type A + CEN/TS 16415:2013 

 

· Name or logo of the producer/seller:           Zambelli RIB-ROOF GmbH & Co, KG 

    

· Manufacturer's serial number / year made:                                   XX/20XX 

 

· Max. allowable number of people:  

  

· Symbol indicating that the user instructions must be noted and followed: 

 
 
 

 

The legibility of this product labelling must be checked following installation and during 

the specified mandatory annual inspection! 

 

If the label is no longer accessible following installation, it is advisable to attach additional 

labelling near the anchor device! 

 

 

 

 

Producer and sales:          Zambelli RIB-ROOF GmbH & Co, KG 
      Hans-Sachs-Straße 3 + 5 
      94569 Stephansposching 

      Deutschland 
 

 

 

 

 
Production site: ST QUADRAT Fall Protection S.A. / L-5410 Beyren 

 

 

Notified body used for the type test: 

DEKRA EXAM GmbH Zertifizierungsstelle - Dinnendahlstraße 9, D – 44809 Bochum



 

CONTROL CARD 
Anchorage mechanism for personal protective equipment (PPE) against falls.

Manufacturer:         Type: Zambelli GBD                                        Physical structure:

        Serial No.:

    

Year of construction: ....................     Date of approval/transfer:  .........................

Installation Date Executing company                      Approval confirmed Instruct io n carried o ut

Mechanic Client Yes                     No

The anchorage mechanisms

have been correctly C o nfirmat io n o f  perso n instructed

installed according to the

instructions included for set-up

and use included in delivery.

                      Defects found Description of defect/ Expert Next

Yes No Measures initiated inspection

x……………………

x……………………

x……………………

x……………………

x……………………

x……………………

x……………………

x……………………

Inspection date

x………………………………………………..

……………………………………

………………...………. …..………………….. x………………….. x…………………..

Zambelli RIB-ROOF

GmbH & Co, KG
Hans-Sachs-Straße 3 + 5

……………………………………………………………………………………………………………………………………
……….

…………………………………………………………………………………………Other remarks:

Inspections (at least once per 
year)

Visual inspection of the anchorage 
mechanisms by an authorised expert.

*** If  a fall occurs or if  doubts arise, stop using the anchorage mechanism immediately and send it to the manufacturer or to a specialist w orkshop for inspection and repair. This is also the case if the means of 
anchorage is damaged.

The document must be f illed in by the person responsible and stored safely with the instructions for use in a protected place (e.g. building management).
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